
PRODUCT DESCRIPTION ELECTRIC LOG SPLITTER 10 TON
BRAND BOSS INDUSTRIAL
MODEL NO. ED10T20
UPC 853676004045
TECHNICAL SPECIFICATIONS
MOTOR 2.5 HP, 115 V, 60 HZ, 3400 RPM (CIRCUIT BREAKER 20AMP)
SPLITTING FORCE 10 TON
HYDARULIC PRESSURE 3400 PSI
MAX. SPLITTING LENGTH 20.5 IN.
SPLITTING WEDGE HEIGHT 6.85 IN.
CYLINDER BORE 2.8 IN.
PUMP SINGLE-STAGE, 1.1 GPM
SPLITTING CYCLE 16 / 13 SECONDS
HYDRAULIC OIL INCLUDED 3 QT.
OPERATION MODE ONE HAND OPERATION
AUTO RETURN NO
3 POSITION CONTROL YES
DOUBLE DIRECTION SPLITTING YES
WHEELS 8 IN. SOLID RUBBER TIRE w/ METAL HUB
WARRANTY 2 YEAR INCL. HYDRAULICS
PACKING INFORMATION
PACKING METHOD CARDBOARD BOX W/ METAL CRATE
PACKING DIMENSIONS 43.5" (L) x 13.5" (W) x 27" (H)
G.W. / N.W. 246  / 214 LBS
PACKING LIST LOG SPLITTER x 1 STAND ASSEMBLY x 1

CONTROL HANDLE LEVER x 1 LOG TRAY ASSEMBLY x 2
DIPSTICK W/ VENT CAP x 1 WHEEL x 2
OPERATOR'S MANUAL x 1

LOADING QUANTITY 256 PCS PER 40' HC

ED10T20



WHY BOSS

• More than sufficient power allows an optional cross wedge (CW-D1) to double the efficiency.  

• Extra large tube log trays. 

•  6.85 in. rugged steel wedge 

• Stand included to save your back.

• Heavy duty electric motor ensures sufficient power and durability

• Easy to set up. Screw on the control handle lever and install the stand in minutes, you are ready to go.

• 3 Position control allows you stop at any point during splitting for safety.

• Easy to reach oil filling tube capped with ventalor

• 2 year warranty including hydraulics based on Boss outstanding specialty in hydraulic techniques for nearly 40 years.

• Commercial grade hydraulic system,  which is usually applied on big gasoline log splitters, is built in an incredible compact and 
efficient structure for home owners to use in garage. 

Boss Industrial 10 ton log splitter has no competitor out there due to our patent design of Double Direction Splitting.   Boss 
Industrial 10 ton electric log splitter wins with these unique features: 

• Patented double direction splitting is unique in the industry. 
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