




Automatic Nonferrous
Cutting Machine

Specification FHC350NA
Drive Motor 5 hp (3.7kw)

Electricals 208/230v. or 460v. - 3ph
Control 110v.
Coolant Standard
Spindle Speeds (rpm) 3200
Max. Blade Size 14" (350mm)

Max. Clamping Capacity 5.9"  (150mm)

Feed Length Range
Single stroke .2" - 27.5" (5-700mm)
Double stroke .2" - 55" (5-1400mm)
Single stroke .2" - 82.5" (5-2100mm)

Recommended Cutting Capacity
Round tube @ 90° 4.33" (110mm)
Square tube @ 90° 4.33" (110mm)
Rectangular tube @ 90° 4.33" x 3.5" (110 x 90mm)

Round solid @ 90° 3.5" (90mm)

Square solid @ 90° 3" (75mm)

Dimensions
Length x Width 86" x 56"
Height 63"
Net Weight 1,984 lbs. (900kg)
Shipping Weight 2,205 lbs. (1000kg)

Features:
Automatic cutting cycle
Automatic feed rate
Auto shut-off & unclamping at end of Cut
Automatic piece counter
Up to 3 cut-off Indexes for longer pieces
230/460/60/3 electricals 
Totally enclosed fan-cooled motor 
Enclosed worm gear drive for trouble-free operation 
Cast iron construction  
Self-centering vise hydraulic double vise
Flood Coolant System
Heavy Duty Sheet Metal Base
Tool kit
Circular saw blade
Operation and maintenance manual
Two (2) year limited warranty

Optional Equipment:
5 foot roller stock table
10 foot roller stock table

             



Manual, Pneumatic Vise and Semi-Automatic Cutting Machines

Specification FHC315D FHC350D FHC350P FHC350SA
Drive Motor 1.5 hp/2 hp 2 hp/3 hp 2 hp/3 hp 2 hp/3 hp
Angles (left & right) 45° 45° 45° 45°
Electricals 230v. or 460v. - 3ph 230v. or 460v. - 3ph 230v. or 460v. - 3ph 230v. or 460v. - 3ph
Control 110v. 110v. 110v. 110v.
Coolant Standard Standard Standard Standard
Spindle Speeds (rpm) 35/70 26/52 26/52 26/52
Max. Blade Size 12.5" (315mm) 14" (350mm) 14" (350mm) 14" (350mm)
Max. Vise Opening 6" (152mm) 6" (152mm) 6" (152mm) 6" (152mm)
Recommended Cutting Capacity

Round tube @ 90° 4.25 (108mm) 4.75" (120mm) 4.75" (120mm) 4.75" (120mm)
Round tube @ 45°* 3.75" (95mm) L / 2" (50mm) R 4.75" (120mm) L/2.5" (65mm) R 4.75" (120mm) L/2.5" (65mm) R 4.75" (120mm) L/2.5" (65mm) R
Square tube @ 90° 3.5" (90mm) 4.25" (108mm) 4.25" (108mm) 4.25" (108mm)
Square tube @ 45°* 3.12" (80mm) L / 2" (50mm) R 4.12" (105mm) L/2.5" (65mm) R 4.12" (105mm) L/2.5" (65mm) R 4.12" (105mm) L/2.5" (65mm) R
Rectangular tube @ 90° 4.12" x 3.37" (105 x 85mm) 5.5" x 4" (140 x 100mm) 5.5" x 4" (140 x 100mm) 5.5" x 4" (140 x 100mm)

Rectangular tube @ 45°* 3.37" x 3" (85 x 75mm) 4.25" x 4" (108 x 100mm) 4.25" x 4" (108 x 100mm) 4.25" x 4" (108 x 100mm)
Round solid @ 90° 2.12" (54mm) 2.37" (60mm) 2.37" (60mm) 2.37" (60mm)
Round solid @ 45°* 2" (50mm) 2.12" (54mm) 2.12" (54mm) 2.12" (54mm)

Square solid @ 90° 2.12" (54mm) 2.5" (64mm) 2.5" (64mm) 2.5" (64mm)
Square solid @ 45°* 2" (50mm) 2.12" (54mm) 2.12" (54mm) 2.12" (54mm)

Dimensions
Length x Width 51" x 34" (1295 x 864mm) 51" x 34" (1295 x 864mm) 51" x 34" (1295 x 864mm) 51" x 34" (1295 x 864mm)
Height 59" (1500mm) 59" (1500mm) 59" (1500mm) 59" (1500mm)
Net Weight 570 lbs. (258kg) 660 lbs. (300kg) 660 lbs. (300kg) 780 lbs. (354kg)
Shipping Weight 700 lbs. (138kg) 800 lbs. (363kg) 800 lbs. (363kg) 900 lbs. (408kg)

Notes:
1. Solid capacities 

based on mild steel.
2. When cutting stain-

less steel or other 
difficult-to-cut 
materials, use a 
blade no larger than 
121⁄2" (315mm).

Features: (All Models)
230/460/60/3 electricals 
Totally enclosed fan-cooled motor 
Enclosed worm gear drive for 
trouble-free Operation 
Two speeds for versatility 
Cast iron construction  
Self-centering vise with angle scale 
Head rotates 45 degrees left and right 
of center 
Flood coolant system
Heavy duty sheet metal base
Adjustable stock stop 
Tool kit
Circular saw blade
Operation and maintenance manual
Two (2) year limited warranty

Features: (Semi-Automatic FHC350SA)
Automatic cutting cycle
Automatic feed rate

Optional Equipment:
5 foot roller stock table
10 foot roller stock table
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Manual 

FHC350D
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FHC350SA
Semi-Automatic

FHC350P
Pneumatic Vise

KSA64 5' x 12" wide roller stock table
KSA63 10' x 12" wide roller stock table
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Capacity Charts

*45° capacity is reduced when head is rotated from 90° to 45° right due to interference of pivot arm.
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Clausing Machine Tools in the Machine Shops of:

To Build A Winning Race Car... You Need Precision Machine Tools!

Clausing Industrial Inc.
1819 North Pitcher Street
Kalamazoo, Michigan 49007-1886
Toll Free: 800-323-0972
Phone: 269-345-7155  
Fax: 269-345-5945
Web Site: www.clausing-industrial.com
Information: info@clausing-industrial.com

Clausing “Worksaver” HSS Circular Saw Blades for Ferrous Cutting

Size No. of
Blade No. In. mm TPI Teeth Pitch

CB99 10 250 10 320 21⁄2
CB100 10 250 8 250 3
CB101 10 250 6 200 4
CB102 10 250 5 160 5
CB103 10 250 4 128 6
CB104 10 250 3 100 8
CB105 10 250 21⁄2 80 10

CB98 11 275 10 350 21⁄2
CB106 11 275 8 280 3
CB107 11 275 6 220 4
CB108 11 275 5 180 5
CB109 11 275 4 140 6
CB110 11 275 3 110 8
CB111 11 275 21⁄2 84 10
CB122 11 275 2 70 12

Size No. of
Blade No. In. mm TPI Teeth Pitch

CB112 121⁄2 315 8 300 3
CB113 121⁄2 315 6 240 4
CB114 121⁄2 315 5 200 5
CB115 121⁄2 315 4 160 6
CB116 121⁄2 315 3 120 8
CB117 121⁄2 315 21⁄2 100 10
CB118 121⁄2 315 2 80 12
CB119 121⁄2 315 11⁄2 70 14
CB125 14 350 8 350 3
CB126 14 350 6 280 4
CB127 14 350 5 220 5
CB128 14 350 4 180 6
CB129 14 350 3 140 8
CB130 14 350 21⁄2 110 10
CB131 14 350 2 90 12
CB132 14 350 11⁄2 80 14

All arbor holes 1.260" (32mm) with two pin holes. 8mm on 45mm dia. circle and with two pin holes 11mm on 63mm
dia. circle and 4 pin holes 9mm on 50mm dia. circle. All blades special oxide coated for extend life. 
Thickness, 250 = 2.0mm, 275/315/325 = 2.5mm, 350 = 3.0mm.

Carbide Tipped Circular Saw Blades for
Aluminum and other Nonferrous
Materials (FA models only)

Blade No. Diameter MM (in.) No. of Teeth Teeth per Inch

MB-207 350 (14) 120 3
MB-208 350 (14) 108 2.5
MB-209 350 (14) 84 1.5
MB-210 350 (14) 48 1

Spindle Speed, Blade Size - 
Surface Feet Per Minute
Spindle RPM 20 26 30 32 40 52 60 64

Blade Size Surface feet per minute

315mm (12.5") 65 85 98 105 130 170 195 210
350mm (14) 72 95 108 144 190 217

Our Carbide Tipped Circular Saw Blades have triple chip
grinds and 32mm Arbor holes
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D

Clausing Worksaver
Clausing Worksaver Blades are manufactured of the finest
quality M2 steel available. These high speed steel blades are
oxide treated to retain strength, hardness, and facilitate
coolant penetration. They have a hardness of 63-65 RC. 

A Diameter (specify)

B Pinhole size
8mm on 45mm center (2ea.)

C Pinhole size
11mm on 63mm center (2ea.)

D 32mm

Blade Selection

Solid
inch .400 .750 1.25 1.50 2.00
mm 10 20 30 40 50

Tubing
wall" .049 .083 .125 .187 .250

diameter" 3/4 1.0 1.5 2.0 2.5

WORKSAVER blades
Teeth per inch

8

6

5

4

3

21⁄2

Note: At least 2-3 teeth must engage the work at all times and not more than 7.




