
Lime Paint provides a hard and wipe-resistant surface and is 
ideal for humid rooms and climates because the naturally 
high alkalinity of lime inhibits fungus and bacteria growth.  
Unearthed Lime Paint has excellent adhesion and binding 
compared to other lime paints due to a special manufactur-
ing process. Made with natural, nontoxic ingredients and 
100% VOC-free.

Ingredients: Marble pit lime, marble powder and sand, sinter 
water, methyl cellulose - and that’s it!

Unearthed offers a wide selection of premium natural paints, 
plasters, and wood finishes that are environmentally respon-
sible and free of toxins and petroleum-based products.  All of 
the products we sell are 100% VOC-free.  Our wall finishes 
create naturally harmonious interior spaces, with deep, vivid 
colors straight out of nature.

Made in Germany
Distributed by Zeitgeist Products, LLC
Louisville, Colorado

Lime Paint - White - 1 gallon

Art. 55881

Buy this package and protect 

200 square feet of rain forest



LIME PAINT

Unearthed Lime Paint is a matte, white lime paint for 
use in the interior. Due to its content of very fine 
dispersed marble pit lime, this paint has enormous 
adhesive and binding capabilities and it is free of any 
synthetic resins.  The high breathability and 
alkalinity naturally inhibits fungus growth, which 
makes Unearthed Lime Paint especially suitable for 
humid rooms.

Lime Paint is enriched with marble flour.  The surface 
normally is opaque after two coats.  White lime 
paints have a high light reflecting power.  Tinted lime 
paints create surfaces with variations in color 
intensity, following the direction of application, 
creating a slightly cloudy look.   

SUITABLE SUBSURFACES
Suitable surfaces for application in the interior are:
-untreated mineral plasters, concrete, stone, 
masonry
- drywalls, fibrous plasterboards, paper wallpaper
- all Unearthed wall paints and plasters except for 
Unearthed Plant Glue Paint
- matte and absorbing conventional latex paints, 
based on synthetic resins (test suitability by trial 
coatings first !)
Unsuitable subsurfaces e.g. are natural emulsion 
paints, wood, chipboards, oil paints and plastic 
coatings.

Prior to application on your surface, the 
suitability of this product should be tested on 
a small, inconspicuous area.

PROPERTIES
- Ready to use and easy to apply
- Wipe resistant and resistant to splash water
- Especially suitable for allergic persons
- Open to diffusion and low-tension when drying
- Good opacity
- Can be painted over several times
- Disinfectant and fungicidal
- Free of emissions
- Density approx. 1.6 kg/Liter

INGREDIENTS (FULL DECLARATION)
Marble pit lime, marble flour and -sand, sinter water, 
methyl cellulose.

PREPARATION OF THE SUBSURFACE
The subsurface must have an even texture, must be 

evenly dry, evenly absorbent, overcoatable,
solid, clean, free of dust, fat and staining or 
coloring substances.  Differences in the 
absorbency and the texture of the subsurface can 
lead to different degrees of reflectivity and 
different intensities of colour in the lime coating.  
Generally, lime paints may dry to higher gloss on 
less absorbent or non absorbent subsurfaces.  
Especially when using tinted lime paints, 
subsurfaces with differences in absorbency or 
texture, repairs and drywalls should be entirely 
coated over with wall filler or a paper wallpaper.
-Cover surfaces not to be treated.
-Remove glue-bound distemper coatings and 
other chalking or non-coatable coatings.
-Thoroughly wash off residues of wallpaper glues.
-Brush dusting surfaces thoroughly.
-Remove accumulations of binder and sintered 
skin from plaster surfaces. Remove residues of 
molding oil from concrete.
- Remove loose parts of rabbets and brickwork 
and repair with similar material.
- Staining or coloring substances on the surface 
should be blocked.
- Remove any fungus

PRIMING
All absorbent surfaces must be primed with Vega 
Primer, applied with a brush.

GENERAL APPLICATION NOTES
Stir paint thoroughly before use.  Remove product 
splashes on neighbouring surfaces immediately 
with water.  Two coats are necessary to achieve 
full opacity, three coatings might be necessary on 
very rough textured surfaces.  The paint is 
transparent during application, the full opacity is 
reached after drying.  Stir from time to time 
during application and after longer breaks.   

APPLICATION
We recommend applying the Lime Paint crosswise 
with a brush. On slightly absorbent surfaces, 
white Lime Paints can be applied by paint roller. 
Work quickly and "wet-on-wet". Apply the paint at 
first crosswise, then roll down the entire surface 
into one direction. In this case, the suitability of 
the paint should be tested by making samples on 
site.  

Do not roll tinted Lime Paints!

Application of the paint with airless spray guns is 
possible, though not ideal.

DILUTION
Apply intermediate and final coatings according to 
the requirements of the surface either undiluted or 
diluted with water up to 5 - 10 % by volume.  In case 
of high ambient temperatures, further dilution with 
water may be necessary.  In general we recommend 
to dilute the paint as
much as necessary to a viscosity that makes the paint 
easy to apply.

TINTING
The paint can be tinted with all Unearthed earth and 
mineral pigments with up to 380 grams of pigments 
on 1 gallon of paint.  If using pigments from another 
supplier, you must ensure that they are lime 
resistant.  Stir the pigments without clots into a little 
water at first and then mix them into the paint.  The 
pigments can be mixed with each other in any ratio.  
Pigmentation can reduce the storage life of the Lime 
Paint.  Use up tinted Lime Paints as soon as possible. 
Use up Lime Paints tinted with Ultramarine pigments 
within 12 hours.

DRYING TIMES
Allow adequate drying time between coats.  Drying 
time will vary based on temperature and humidity, 
but is approximately 8 hours at a room temperature 
of 68° F and a relative humidity of 65%.

CONSUMPTION
On smooth and primed surfaces per coat, 
consumption is approximately 200 ft² / gallon.
Accurate consumption values to be determined on 
site.

CONDITIONS DURING APPLICATION
Application not below 47° F.  Avoid direct direct 
sunlight, temperatures above 77°F and drafts.  Low 
temperatures, high humidity and humid surfaces can 
lead to higher gloss in the coating. When applying in 
low temperatures, apply paint as thinly as possible 
without dilution.

STORAGE
If stored cool, airtight and above freezing, Lime Paint 
can be kept for at least 2 years.  Seal used containers 
airtight. Remove residues from cover and rim of 
container before closing.

CLEANING OF TOOLS
Clean tools immediately after use with water.

DISPOSAL OF RESIDUES
Do not dispose of residues in the sink. Dried residues can 
be disposed of with normal household
waste, in accordance with all laws and regulations.  Please 
recycle empty containers.

SAFETY ADVICE
Contains pit lime.  Risk of serious 
damage to eyes.  Avoid contact with 
skin.  In case of contact with eyes, 
rinse immediately with plenty of 
water for 15 minutes and seek medical 
advice.  Wear eye/face protection.

Keep out of reach of children.  Consider possible 
allergies to natural substances and read ingredient 
list to ensure that you are not allergic to any 
ingredients.

Many homes and other buildings built before 1978 
have lead-based paint.  Lead is toxic and must be 
carefully removed by someone who is knowledge-
able about correct removal techniques.  Removing 
old lead paint may release toxic lead dust that can 
cause serious illness.  Please consult the National 
Lead Information Hotline at 1-880-424-LEAD or visit 
the EPA’s website at www.epa.gov/lead if you 
suspect your paint contains lead before attempting 
renovations.

Prior to application, please refer to complete 
instructions and application tips at
www.unearthedpaints.com/applicationhelp or 

scan the qr code below. 
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