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Instructions for installing your new WRP Polaris Pro Gauge Lifter.
You will need a drill, a 3/16” drill bit, a 3/8” wrench, a hex set and a star drive set.

Steps:
Read these instructions top to bottom.
Pop open your side panels, assess the access to the back of the gauge. The easiest method of installation is

removing the hood and doing the work on a table
Undo the 2 star drive bolts next to the steering column. Remove the collar piece.
Undo the 2 star drive bolts on the front sides of the hood. Lift the hood up, survey the wiring.
Unplug the main wiring harness going to the hood/headlight assembly, be gentle. Don't force it.
Remove the hood. I would recommend taking the hood to a table to work on it.
I highly recommend the extra step of removing the headlight assembly. Just makes it easier all the way

around. You can do the installation with it on if you choose.
Start by removing the windshield skirt plastic buttons. Use a flat screwdriver to pry the plugs out. Keep these

to use later. Take the windshield off.
Next remove the 5 star drive screws holding the headlights in. 3 outside and 2 inside.
Carefully lay it aside.
Now reach in and unplug the wiring harness to the gauge cluster. Push the lock, be gentle.
Next you will need to get the gauge itself out. It is held in the hood by a barbed rubber grommet.

Carefully, push from the inside and pull from the outside, lifting one side out at a time. Set aside.
Use a drill with 3/16” bit and have it handy along with your other tools.
Grab the base plate of the lifter (w/the mesh) and carefully align the base plate with the hole and the hood,

horizontally/vertically etc. (Note: the wiring access slot will point down)
Tightly hold the plate in place or use some tabs of tape, and slowly, with care, drill one of the holes. Use the

plate as a guide, DO NOT freehand the holes!
Put one of the screws thru the plate and into the drilled hole. Proceed to drill the other 3 holes. Using the

screws as you go, insure that they will all line up properly. There is no room for error!
Blow the shavings out of the way. Lift the plate up and slide the wiring harness thru slot in the plate. Leave

approx. 1.5” length poking thru. It should slide thru easily.
Re-install the plate on the hood. Put the bolts in and put the Nyloc nuts on. Tighten all 4 snug, but not too

tight.
Next, take the gauge plate, and install it onto the gauge. It has slot at the bottom. Line this up with gauge/

grommet. Work the plate onto the grommet and work it down so it seats nicely at the front of the grom-
met. Getting it wet may help because it's tight.

Grab the gauge, line it up to the base plate and plug in the wiring harness. Make sure it is seated properly.
Next, put a bolt partly thru each of the holes on the base plate wings and slip a nylon washer on to each. Then,

one at a time, mate the gauge plate holes up to the base plate holes. Be patient, it's tedious.
Next, carefully put the Nyloc nuts on and tighten.
Now, you're done installing. NICE! Put everything back together.
Rotate the gauge to your preference. Tighten the screws.

Enjoy your new, improved sled! You will actually be able to see your gauge! Plus it helps vent the hood


