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Many new motorcycles have carburetor or fuel injection throttle body arrangements that make removal and 
installation of the throttle cable very difficult due to space limitations around the attachment point for the cable 
or because of frame tubes or other parts making access to the cables very difficult. 
 
There is not enough room for even a pair of needle nosed pliers on many modern motorcycles, so we have 
designed and made a tool to assist in disconnecting the throttle cable and installing the cruise control 
‘carburettor cable’. 
 
The end of the tool with the hole in it is intended to hold the cable nipple to allow you to ‘carry’ the nipple to 
the hole in the throttle spindle cable quadrant (the lever or round wheel that the throttle cable is attached to) and 
hold it in place. 
 
The other end with the small notch is to ‘grab’ the cable and allow you to move the cable and rotate the nipple 
so that the cable will go through the slot in the throttle spindle cable quadrant, either for removal or installation. 
 

 
 
Two tools are supplied so that you can hold the nipple in place with one tool and push or pull the cable with the 
other. 
 
The tool is made of mild steel so that it can be bent to shape easily by hand or with pliers to suit your 
requirements. 
 
The hole for the nipple is designed to fit our ‘carburettor cables’ and most other motorcycle cables.  It may be 
necessary to file or drill out the hole to suit some European or American models. 
 


