
THE DuAL KANGAROO 

Loosen the bolts under the 
shelves just enough to 
allow the shelf to 
move(usually half a turn). 

Maximum Size Monitors 22" wide and a combined weight of 20 lbs 
Any questions about The Dual Kangaroo 
Contact us at info@ergodesktop.com or 866-232-7988 

optimal location for support leg 

Your Dual Kangaroo is shipped with the two monitor 
shelves pushed together. Depending on the size of the 
monitors you are going to use, you may need to spread 
them out to allow your monitors to sit properly. 

Underneath the shelves you will find four bolts in each 
shelf. Loosen the bolts just a little(usua//y half a turn) 
and this will allow the shelves to slide apart. Once you 
have them where you like, just tighten the bolts. You 
will need a 7116 wrench or an adjustable wrench. 

Always push down with both hands on the horizontal 
rear rail when lowering the main work surface. 

How TO UsE THE DuAL 

To raise the Dual, loosen the main 
brake(D) and lift the main work 
surface on the sides(E & E) . 

To lower the Dual, loosen the main 
brake(D) and lean into the unit using 
your upper body weight pushing 
down with both hands on the 
horizontal bar at the rear of the 
main horizontal work surface 
(C & C) . 

Raise and lower the monitor shelves 
by loosening the monitor brake(A) 
and either lift up or push down on 
the monitor raii (B) . 

A. Monitor Brake 

B. Horizontal Monitor Rail 

C. Work Surface Rail 

D. Main Brake 

E. Main Work Surface 



THE STABILIZATION LEG 

Your adjustable height desk unit comes with an adjustable leg that 

can be used to give you maximum stability when you are using ''The 

Kangaroo" in the standing position. 

Raise The Kangaroo work surface to your desired standing height 

and tighten the work surface brake. 

Place the adjustable leg under the work surface and loosen the adjust

able leg brake. Only loosen the brake by a turn or two, to much and the 

brake will disengage from the slot. 

Extend the adjustable leg until it engages the bottom of the work 

surface and then tighten the adjustable leg brake. 

The leg is shipped with the extension section installed to give you 

additional height adjustment. If this is too tall for your application, 

simply unscrew the extension section. 

0 Extension Selection 

G screws into here 

ALWAYS REMOVE LEG BRACE BEFORE 

LOWERING THE WORK SURFACE. 


	DUAL
	LEG

