
Dear C.B.C customer, 

First, we would like to thank you for purchasing one of our bikes.  We hope our bike brings you 
lots of fun and enjoyment as you truly discover your city. Because let’s face it, you can’t really 
know your city if the only way you get from point A to point B is by driving in a car. Being envel-
oped in a steel box as you zoom by all the sites and people only allows you to see your city in a 
blur. Yes a bicycle is an efficient and sustainable means of transportation, but it can be so much 
more. On our bikes you will actually feel your city (and not just the potholes). So read this manu-
al for tips and instructions on proper use of your bike, and then get out there and truly under-
stand what your city is.  

Regards, 

Your friends at City Bicycle Company.  

Introduction 

Like any other sport, bicycling involves risk of injury or 

damage. By choosing to ride a bicycle, you assume 

the responsibility for that risk. So make yourself famil-

iar with rules of safe and responsible riding and of 

proper use and maintenance, as these will help re-

duce your risk of injury. Please note that this manual 

cannot teach you how to ride a bike or give you all the 

rules and mechanical skills needed for safe riding .  

But we can give you lots of tips and at the very least, 

point you in the right direction. 
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1) Make sure wheels are properly 

tightened and spokes are all 

intact. 

2) Make sure the tires are in good 

condition with sufficient pres-

sure. Look around the tires for 

any ruptured sides. 

3) Check the chain tension. There 

should be no visible slack.   

4) Test the brakes. Make sure 

proper tension is reached 

when pulling the lever and that 

the lever does not touch the 

handlebars when fully pulled.  

5) Make sure the brake pads hit 

the rims and not the tires. 

6) Make sure the seat post and 

saddle are properly tightened.  

7) Make sure the 

stem/handlebars are in proper 

alignment with the wheel. Test 

the stem connection to the fork 

by locking the front wheel be-

tween your knees while you 

attempt to move the handle-

bars from side to side; it should 

not move or get loose.   

8) Become familiar with all legal 

requirements for riding a bike 

in your city. 

9) If you intend to leave your bike 

in a public area, make sure to 

bring a sturdy lock. The best 

way to deter people from steal-

ing your bike is to make it hard-

er for them.  

Special care should be taken when assembling your bike. Improper assembly can render the bike unsafe. If 

your are unfamiliar with bicycles, we highly recommend you to go to a bike shop/mechanic where they can 

build and tune your bike properly. Also, if your are only somewhat familiar with bicycles and you decide to 

build your own bike, we highly recommend you get it checked out by a proper bike shop/mechanic before 

your first ride. The tools included are meant for quick adjustments of the seat, pedals, brakes, and front 

wheel only.  

Tools needed  

 4mm, 5mm and 6mm hex keys. (5mm and 6mm hex key included) 

 15mm wrench (included) 

 10mm wrench (included) 

 Bicycle grease/lubricant  

 Bicycle Pump for presta valves (you can also use a presta valve adapter for Schrader valves).  

 It is recommended to have a 15mm socket wrench/ ratchet when adjusting the rear wheel 

 If you plan on using the bike on its fixed gear make sure you have a locking ring tool as well as a chain 

whip.  
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Included tools 

15mm  

15mm  
10mm  

5mm  

6mm  

Wrench 

Allen Key 

Intended Use 

 Road / fixed gear bikes are 

only intended for use on 

roads and surfaces that 

are smooth, i.e. paved or 

tarred. Off-road usage can 

cause a bike failure.  

 The bikes are designed for 

a permissible overall 

weight (including the rider 

and baggage) of 250lbs 

(113kg) 

 Never ride with more than 

one person on the bike 



Building your bike 

 Unpack the bike, pedal box and sad-

dle/seat post. 

 Carefully remove all packaging. Be 

cautious when using scissors as you 

can scratch the frame. 

 

 

Install and adjust handlebars 

1) Loosen the four handle bar clamp 

bolts (4 x 4mm) on the stem just 

enough to slide the handlebars 

through the opening. 

2) Make sure the handlebars are cen-

tered. Slowly tighten the bolts until the 

clamp is tight enough to hold the han-

dlebars in place but loose enough to 

allow them to move.  

3) Position handlebars to desired angle 

and tighten. 

 

 

Adjust the saddle/seat (if needed)  

The angle of the seat as well as how far it 
sits on the post can be adjusted.  

1) Loosen the seat fixing bolt just far 
enough so the seat can be tilted up or 
down as well as back and forth.  

2) Adjust to your preference and tight-
en. 

Install seat post 

1) Loosen the seat post binder bolt with 

a 5mm hex key  and insert seat post to 

desired height.  

2) Tighten the binder bolt. 

 

Install pedals 

The pedals are marked with an L for left 

and an R for right. The left pedal is left-

hand threaded (go counter-clockwise to 

tighten), and the right pedal is right-hand 

threaded (go clockwise to tighten). 

1) Use a generous amount of grease on 

the pedal threading (this makes it a lot 

easier for you to remove the pedals in 

the future)  

2) Tighten each pedal to its proper side 

with a 15mm wrench    

 

 

Clamp bolts (4) 

Fixing bolt 

 

Binder  
bolt 
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Install front wheel  

Flipping the bike upside down onto the 

handlebars and seat can make it easier to 

install the wheel and adjust the chain but 

is not necessary.   

1) Loosen the axel nuts  (15mm) on the 

front wheel enough so that the wheel 

axel can be placed on the forks.  

2) Tighten the nuts and make sure that 

the wheel is centered between the 

forks. When tightening use small incre-

ments on alternate sides. Make sure 

you don't fully tighten one side before 

the other as you may cause the bear-

ing to come out of adjustment.  

 

Adjust chain tension (if needed) 

Make sure that the chain is not too tight or 

shows any visible slack. To adjust the 

chain tension: 

1) In small increments, loosen the rear 

wheel axle nuts (15mm). Make sure 

you don't fully loosen one side before 

loosening the other as you may cause 

the bearing to come out of adjustment.  

2) Tighten or loosen the chain tensioners 

(10mm) in small increments on alter-

nates side to get to desired tension. 

Make sure that the chain is not too tight 

or too loose and that the wheel stays 

centered.   

USE CAUTION when adjusting the chain. 

Make sure you fingers are out of the way 

when the chain is moving, as you don't 

want them to get caught in a cog. Addi-

tionally, a good socket/ratchet wrench is 

recommended for these steps. 

 

Align brake pads 

1) Loosen the brake pad fixing bolt  

2) Align pad accordingly to the rim, they 
should be parallel to the curve of the 
rim 

3) Make sure pads have equal clearance 
on both sides. If not, loosen the center-
ing bolt that on the forks, center brakes 
and tighten. 

4) For proper braking, the pads should 
be 1-2mm away from the wheel. If pull-
ing the lever does not give necessary 
tension adjust brake cable (see below) 
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Adjusting the brake pad clearance and brake cable tension 

The brakes should engage when the lever has traveled about 1/3 of the way to the handle bars.  The brake re-

lease lever can be moved to adjust brake pad distance  

The barrel adjuster can be used to increase the pad clearance (turn clockwise) or reduce the pad clearance (turn 

counterclockwise). Note that only small adjustments can be made with the barrel adjusters. It is important that no 

more than a few threads are exposed.    

Most of the time, if the brake tension needs to be adjusted, it can be done with the brake cable pinch bolt  

1) Loosen the brake cable pinch bolt on the caliper enough to free the cable 

2) Using one hand, squeeze the brake pads until they are touching or barely touching the rim.  

3) Pull the  down  the cable until it is tight, make sure that the lever is depressed and all cable housing is intact.  

4) Tighten the cable pinch bolt and make sure that the cable is under the square shaped washer. 

5) Let go of pads 

6) Squeeze lever and test brakes. If brakes are too tight/loose, repeat steps 1-5 but change the distance of the 

pads (step 2) from rims to be a little farther/closer.    
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Adjust stem (if needed) 
Make sure that the handlebars are in alignment 
with the front wheel. If alignment is needed 

1) Stand facing the bike with the front wheel 
locked between your knees.  

2) Loosen the steerer clamp bolts (2x 5mm) two 
or three truns 

3) Turn the handle bars from as needed until 
properly aligned with the front wheel  

4) Tighten the steerer clamp bolts  
 
 
 
 
 
 

Adjust brake lever (if needed) 

To adjust the position of your brake lever: 

1) Loosen the clamp bolt (5mm) 
2) Position lever to desired position 

3) Tighten clamp bolt 

A 

C B 

A - Barrel adjuster 

B - Brake cable pinch bolt 

C - Brake release lever 

Steering 

clamp  

bolts 

Clamp bolt 



Warranty  

The frame and forks come with a 2 year warranty. All other parts and components are covered by a 6 month 

warranty. The warranty does not cover normal wear and tear, normal maintenance items, or any damage, failure, 

or loss that is caused by improper assembly, maintenance, adjustment, storage, or use of the bicycle.  

Maintenance   

For the longevity of your bicycle proper 

maintenance and lubrication is necessary. In 

addition to the previous “Before Every Ride” 

section follow these helpful tips and consult us 

or a professional if more detailed information 

is needed.  

Weekly: 

 Wipe your bike clean of 
any dirt with a damp 
cloth. 

 Inspect brake cable for 
wear 

 Check brake pads 

 Check rims for wear  
 
 

Every 6months-1year 

 Lubricate handlebar 
stem 

 Lubricate seatpost 

 Re-grease pedal 
threads 

 Re-grease bottom 
bracket 

 Re-grease wheel bear-
ings 

 Lubricate brake lever 

Pumping up your tires. 

1) Remove plastic cap from valve 

2) Open tip of presta valve. 

3) Attach your pump head. There are several 

different types of pumps that requires a lever 

to be switched up or down, so  make sure you 

understand the pump you are using  before 

pumping  up your tires. 

4) Pump tires to desired p.s.i. The cor-

rect/recommended p.s.i depends on the tubes 

and tires you are using. And  can usually be 

found on the sidewall of the tires.  

5) Tighten nut on presta valve so it is touching 

the rim.  

Setting your bike to fixed  

1) Remove back wheel by loosening the 

15mm axel nuts as well as the 10mm ten-

sioner nuts.  

2) Slide chain off 

3) Remove the locking-ring on the fixed cog. 

The locking ring is left-hand threaded so 

must be turned clockwise to remove. 

4) Remove the cog with a chain whip. The 

cog is right-hand threaded so must be 

turned counter-clockwise to remove 

5) Lubricate the threading. 

6) Re-install the cog making sure it is very 

tight. 

7) Re-install the locking-ring making sure it 

is very tight 

8) Install back wheel with chain on fixed cog.  
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