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PestGard Good Neighbour Barker Breaker 
Instructions  

Operating your Good Neighbour Barker Breaker:
GNBB has three modes of operation that are selectable with the slide switch on the top of the unit.

 O Off
 S  Short range – up to about 4.5m
 L  Long range – up to about 15m

If the unit is too sensitive or not sensitive enough, it can be adjusted with a small screwdriver in the hole 
above where the battery is mounted: turn anti-clockwise to reduce the sensitivity or clockwise to make the 
unit more sensitive.

NOTE: Replace the battery if the sounds become low or intermittent or if unit fails to operate.  As the 
internal microphone uses battery power, it is recommended that you turn unit off when not in use.            
Battery life may be greatly reduced if unit is left on continuously.  

Six months manufacturer’s warranty.

Congratulations on your purchase of the Good Neighbour Barker Breaker - developed for safe and         
humane bark control.

Your Barker Breaker is automatic; it’s built-in microphone listens for the sound of dogs barking, then emits 
a high pitched sound.  This gets the dog’s attention and causes the dog to stop barking.  When the barking 
ceases, Barker Breaker stops and listens for the next series of barking.  The cycle is then repeated.  Most 
dogs are trained quickly to stop barking in order to avoid the high pitched sound.  Others may take a while.  
Be patient and persistent and you will be amazed at the results.

Installing the battery:
1. Using a small screwdriver, remove the 2 screws in the back of unit.  Remove back cover.
2. Connect the 9-volt battery to the battery terminals and click on tightly.  Replace back cover and          

re-install screws.

Do not be alarmed if unit sounds during the initial warm up.

Note: your Barker Breaker is supplied with a test battery for initial test and use.  It is recommended that 
you replace the test battery with a fresh 9 volt alkaline battery.

Mounting your Good Neighbour Barker Breaker:
1. Good Neighbour Barker Breaker’s microphone is directional.  When 

mounting, face front of unit in the direction of barking dog.
2. Mount or place the unit above the height of the dog.  Unit must be on 

a stable surface such as a fence, tree, windowsill, table, pole, or wall 
surface etc., pointed in the direction of the barking dog.  If the dog is on 
a chain, make sure it is out of reach by 1 or 2 metres.

3. Caution: The GNBB is weather resistant, but not weatherproof.  When 
operating outside, it must be protected from the weather.  A wooden 
or plastic cover is best; a metal cover has been known to activate the 
sensor in heavy rain.  See the example of mounting on the right with a 4 
litre oil container.


