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The company
Wireless Solution Sweden AB was founded in 2003 by the people at GSM Digital 

Mobile and other professionals in the lighting industry. The twice award-winning 

technology from W-DMX offers the far most advanced wireless DMX with an 

easy to use (plug and play), affordable and professional range of products. 

 

W-DMX is today becoming a standard for those that require the most reliable 

product available for transmitting DMX 512 wireless data.  Wireless Solution 

Sweden AB has a complete in-house R&D department for software and hardware 

design and molding, and works closely with major manufacturers, lighting 

designers and production companies to produce what the market wants.

W-DMX is designed and produced in Sweden. The entire production facility

follows ISO9001 standards. The W-DMX PCB is produced by the latest

technology in SMT production with 6 layers of 0.9mm thick PCB. The W-DMX

range has a high power radio output with up to 275mW and offers the most

complete product line, from indoor to outdoor units with IP65 and Nema 6

standards. W-DMX has full support of RDM, is CE, ETSI and FCC certified, and

complies with Japanese ARIB STD-T66 radio standards.

W-DMX uses both AFHSS (Adaptive Frequency Hopping Spread Spectrum) 

and TDMA (Time Division Multiple Access) technologies to jump in the 83 

frequencies of 2,45 Ghz band. It jumps 1000 times per second, automatically 

jumping only to free channels to avoid interference. This is truly plug-and-play 

technology, all controlled by one single button on the W-DMX BlackBox units. 

The new Generation 3 product range includes new and improved features such 

as easy overview of signal strength and battery power, plus full implementation 

of DMX over Ethernet. W-DMX BlackBox offers up to 8 hours battery backup in 

case of power loss, all packed in a slim and professional design.

The Future
Wireless Solution Sweden AB looks forward to a bright future with its partners, 

distributors and colleagues in the lighting, sound and AV businesses. In the 

coming 3-4 year period the market needs for professional wireless technology will 

increase by over 300% and old technology is going to fade out. W-DMX is the

first range that offers support for wireless transmission of DMX 512 and 

DMX 512A. In the future it will also support RDM and ACN as well as other 

manufacturer’s protocols like ETC, Strand, Art-Net as well as Dali.

 

In the future the product will also be available for controlling and sending/

receiving data for audio as well as video in professional quality. The R&D 

Department of Wireless Solution Sweden AB never stops working on new 

innovations. New products will be developed to meet the demands of clients and 

the needs of the market. The UL standard will be implemented to the W-DMX 

product range under 2007.

“W-DMX is my big discovery of the year! I just 
don’t want to use cable anymore! It was so easy 

to set up and we never had any trouble with 
them!”

Valy Tremblay
Assistant LD

Cirque Du Soleil Delirium Show
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W-DMX Product Range
W-DMX offers the most advanced and easy to use range of products for 

transmitting DMX 512 wireless data in safe and encrypted mode. The advantages 

of W-DMX compared to W-LAN based technology are numerous, but a key 

point is that W-DMX is made for DMX 512 data that the lighting industry 

demands, not for a computer-based standard to read the latest news at CNN.com 

or checking your e-mail. 

A complete range of Transceivers, Transmitters, Receivers, Repeaters and Boosters 

for transmitting wireless DMX data are available for both indoor and outdoor 

application. W-DMX offers a range from the most economical solution to the 

most advanced, all backed up with the best support and after service available 

today. The product is suitable for both entertainment as well as architectural 

lighting application but also for OEM purposes, built inside fixtures and consoles. 

The first product on the market utilizing W-DMX OEM built inside a fixture is 

the SGM Giotto 700 Synthesis.

Key Features
• 2,4GHz licence free band use

• Advanced algorithm for avoiding interference.

• Range up to 1km/0.620 miles with standard antennas (FCC high power mode).

• Longer distance possible with optional antennas / boosters

• Up to 512 receivers for each transmitter possible.

• User friendly plug and play operation

• Transmitts all 512 dimmer channels

• Full compliance with USIIT DMX512 (1990) standard

• Full 44Hz DMX refresh rate over the air

W-DMX provides the same quality, reliability and performance as hard-wired 

DMX data links. The system has more advantages than a normal hard-wired 

DMX system by giving you more freedom and possibilities, as well as saving 

you time and money. With W-DMX you can do point-to-point and point-to-

multipoint installations. 

W-DMX differentiates itself from all other systems on the market by the 

transmission of wireless DMX Data. The majority of systems used to send 

DMX512 data wirelessly rely on a proprietary standard such as 802.11b – also 

known as Wi-Fi, or W-LAN (wireless local area network).  These W-LAN 

systems normally use components designed for a domestic or office environment.

The W-LAN standard uses fixed channels while W-DMX uses Adaptive 

Frequency Hopping Technology (AFHSS), which changes frequency 1000 times 

per second and jumps only to channels that  are not used by other W-LAN 

and/or any other products on the 2,45 GHz band. W-DMX is the only product 

on the market that utilizes AFHSS. This together with TDMA (Time Division 

Multiple Access) gives the user a guarantee for a much safer technology without 

interference. The technology was invented by the US Army and is used in the 

GSM networks as well. 

Any fixtures or products that accept and follow the DMX protocol, such as 

moving lights, dimmers, media servers and special effects can be operated with 

W-DMX. The speed and accuracy provided by W-DMX follows the USITT 

standard. W-DMX is a transparent system which can easily be described as 

“wireless cable”. There are no required settings to be made to make the system 

work. It is 100% plug-and-play and can be set up in less than 60 seconds. 

If you would like to read additional technical information about our technology, 

please visit our website at www.wirelessdmx.com.

“It’s amazing what you can 
do with the W-DMX system 
- it is so reliable and so 
easy to set up!” 
Denis Rudolph
Project manager 
Neumann & Muller

“Despite trying, we could not get it to fall over 
using the interference tests”

L&S International, August issue
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W-DMX References 
W-DMX offers you the most reliable wireless DMX products, with both Lighting 

& Sound International and Lighting & Sound America magazines stating, “W-

DMX outshone the rest” in an independent test. It is also the only wireless 

DMX system on the market that is dual awarded at both LDI in America and 

PLASA in London. With over 6000 units shipped in 2006, W-DMX is the market 

leader on quality, functionality, and price, but most importantly, the leader in 

interference-free technology to run your show without problems. 

Indoor Installations
British Royal Opera House, UK

Copenhagen Royal Opera House, Denmark

Sydney Opera House, Australia

Yunan Television, China

Outdoor Installations
Award-winning Living Lights project by Thorn Lighting, Stoke City, UK

Big Dam Bridge, Little Rock, Arkansas, USA

Turning Torso, Malmö, Sweden

Maidstone and St. Peter’s and Bridge, Maidstone, UK

Project / Events
Cirque du Soleil, Delirium, USA

Nobel Prize Award Banquet, Stockholm

Olympic Winter Games, Turino, Italy

World Cup Opening Ceremonies, Munich, Germany

OEM Partners
RC4 Wireless

SGM Technology for Light SpA

DTS Illuminzone S.R.L.

LSC Lighting Systems Inc.

Clay Paky SpA

Lightronics

Elation Lighting

Futurelight

What Our Clients Say:
“W-DMX is my big discovery of the year! I just don’t want to use cable 

anymore! It was so easy to set up and we never had any trouble with them! So 

stable! We had Bill, a key character that keeps the whole show traveling under 

his 15’ balloon. We needed to light up the balloon, and used RGB LEDs inside 

with W-DMX units to control them. This was only possible with W-DMX, since 

we had power but no data possible traveling with that moving rigged element. I 

just hope the W-DMX OEM product will make its way through very soon!”

Valy Tremblay, Wysiwyg CSP-AWT, Proluxon Inc.

Lighting for Cirque du Soleil, Delirium

“I love this product! It saves a lot of time and money, it’s very safe and reliable, 

and it’s just such a blessing not to have to run all those DMX cables…Especially 

on a show like this where the distances between the fixtures are super long!”

Ola Melzig, Project Manager, Spectra Stage & Event Technologies.

2005 Nobel Prize Award Banquet in Stockholm, Sweden

“We used your Wireless DMX system for the lighting display during the 2006 

Winter Olympics in Turin, where the system worked for 18 days straight on 

continuous shows from 7:00 p.m. to 2:00 a.m. daily without a single problem. 

We have already purchased additional systems to use during Carnival in Venice.”

Alberto Kellner, CEO, Laser Entertainment srl

2006 Olympic Winter Games in Turino, Italy

“We have been particularly impressed with the Wireless DMX system as it has 

cut out all of the civil work and massively reduced any major disruption to the 

area; this makes the whole exercise extremely cost-effective.” 

Paul Carolan, Southern Electric Contracting

Contractor at Living Lights

“I love this product! It 
saves a lot of time and 
money, it’s very safe
and reliable, and it’s just 
such a blessing not to have 
to run all those
DMX cables!”
Ola Melzig
Project Manager
Spectra Stage & Event Technology
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Transmitter

BlackBox S-1 Indoor
The original BlackBox S-1 is a user-friendly transmitter with “One-Button-2-

Go” technology. The S-1 transmits 512 channels DMX (one universe) wireless 

through the W-DMX technology that is proven to be safe, reliable and easy to 

use. 

Multiple BlackBox S-1 transmitters can be used in close proximity as they can be 

set up so that they will not interfere with each other. The standard configuration 

uses 512 DMX channels; however, systems can be easily adapted to support up to 

8,192 DMX channels (16 DMX512 universes).

W-DMX S-1 can be used for both Multicasting and Point-to-Point systems. In 

a Multicast system, each DMX512 device has its own receiver, which negates 

the need for DMX512 cable as the entire system is wireless. In a Point-to-Point 

situation, W-DMX is used to ‘bridge’ a distance.

BlackBox S-1 is a perfect product for the installation and rental market. It is easy 

to use with a lightweight compact size and has interchangeable antennas. It has a 

built in universal power supply with 90-250V guaranteed worldwide use without 

problems. The unit has full support of RDM and firmware can easily be updated. 

The systems are easily configured in less than 60 seconds.

Transmitter

BlackBox S-2 Indoor
The BlackBox S-2 Transmitter has all the features of the S-1, but handles two 

DMX Universes, the first Wireless DMX Transmitter in the world to do this. The 

BlackBox S-2 have a built in Battery Backup. Shipping Q3 2007.

Transmitter

BlackBox S-1 Outdoor 
All the features of the popular S-1 Indoor, but meets IP65 and Nema 6 class 

standards. For outdoor installations in climates up to 50°C/122°F. Built in battery 

backup for 6 hours.

BlackBox S-2 Outdoor 
All the features of the popular S-2 Outdoor, but meets IP65 and Nema 6 class 

standards. For outdoor installations in climates up to 50°C/122°F. Built in battery 

backup for 2 hours.

“W-DMX is a life saver!”
Ola Melzig
Project Manager
Spectra Stage & Event Technology

“the W-DMX system Outshone the Rest”
L&S America, Oct issue
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Receiver

BlackBox R-512 Indoor
The original BlackBox R-512 is a user-friendly receiver with “One-Button-2-Go” 

technology. The R-512 receives all 512 channels (one universe) DMX wireless 

through the W-DMX technology that is proven to be safe, reliable and easy to 

use. 

BlackBox R-512 can be used for both Multicasting and Point-to-Point systems. 

In a Multicast system, each DMX512 device has its own BlackBox R-512, which 

negates the need for DMX512 cable as the entire system is wireless. In a Point-

to-Point situation, W-DMX is used to ‘bridge’ a distance. There can of course be 

a combination of these two modes, for example a BlackBox S-1 connected to the 

console can transmit to 6 units of BlackBox R-512, and each unit of BlackBox 

R-512 has a fixture connected that is daisy-chained to several other units by cable 

on either same or different DMX addresses. 

BlackBox has a built in universal power supply with 90-250V guaranteed 

worldwide use without problems. The unit is fully RDM prepared and firmware 

can easily be updated. It is easy to use with a lightweight compact size and 

has interchangeable antennas. The systems are easily configured in less than 60 

seconds and combine the same features of BlackBox S-1. It’s the perfect product 

for the installation and rental market. 

Receiver

BlackBox R-512 Pro
The BlackBox R-512 Pro has all the features of the R-512 Indoor but also 

includes built in battery backup, for usage up to 6 hours, and full RDM support, 

Shipping Q3 2007. 

Receiver

BlackBox R-512 Outdoor
All the same features as the R-512 Indoor but meets IP65 and Nema 6 standards. 

Bar-ends cable for DMX Data as well as power make the unit flexible enough 

for outdoor use. Built to withstand all weather conditions from snow to hot and 

humid climates. 

BlackBox R-512 is a perfect partner to S-1 Outdoor or RP-512 Outdoor but can 

also be combined with indoor W-DMX products. Delivered in standard grey 

color, but can be ordered in any RAL colors to fit the architectural specification. 

Built-in battery backup 6 hours.

“The W-DMX system works 
wonderfully”
Peter Freeman
lighting artist, UK
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Transmitter & Receiver

BlackBox Micro (AKA “The Rabbit”)
The BlackBox Micro Transmitter and Receiver are the slimmest devices for 

sending and receiving DMX 512 wireless data with no compromises to create a 

professional tool for the demanding client. Using the safe W-DMX technology 

with the key features of being plug and play and ready to go in less than 60 

seconds. Perfect for rental companies that want a small and compact unit.

Based on the success of BlackBox R-512 but with built-in antenna to work in 

distances up to 500 meters in line of sight from the console. The BlackBox Micro 

uses a built-in battery to cover up to 8 hours use, but also ready for external 

low-voltage power supply or optional power from pin 4 and 5. With the “One-

Button-2-Go” technology you can see the signal quality as well as the battery 

power.

“We are very excited 
about joining forces with 
W-DMX. They are clearly 
an emerging worldwide 
standard for wireless 
DMX”
James Smith
President and product
RC4 Wireless of Toronto
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Transceiver

BlackBox T-1 Indoor
The T-1 is a transceiver that can act as both transmitter and receiver by easily 

changing the setting with an easy-to-use toggle switch. This unit has both the 

BlackBox S-1 and R-512 in one chassis, plus a built in UPS function that keeps 

the unit “alive” up to 2 hours of use on battery power. The battery re-charges as 

soon as the universal power is connected. 

Innovative and still easy to use makes the BlackBox T-1 a favourite at the 

production and rental company that constantly has new and different projects.  

Based on the W-DMX technology that is proven to be reliable, safe and easy to 

use but with more advanced features for the most demanding clients and projects. 

The BlackBox T-1 Indoor has all the same features like “One-Button-2-Go” 

technology, Universal Power Supply and signal quality check and will support  

RDM. The T-1 will also support ACN, ACN-Lite, Art-Net, ETCNET2, StraNd

ShowNet, AVAB IPX and Compulite Net. This is by far the most advanced but 

still easy to use unit for transmitting or receiving wireless data for the lighting 

industry.

“Since the moment the 
lights turned on at the 
opening ceremony, the 
system has performed 
flawlessly, and everyone is 
thrilled with the results”
Derek Pogany
Illumivision, Canada

Front & Back Views
Indoor devices (219x45x131 mm • 8.6”x1.8”x5.2”)

Micro Indoor Devices (115x40x70 mm • 4,5”x1,6”x2,8”)

AC power 
input
(90-250VAC)

DC power 
input
(12-24VDC)

DMX in 

DMX out, 
(XLR female 
5pin)

Reserved

DMX out, 
DC power in 

DMX in, 
(XLR male 
5pin)

Mode button  - Press to 
change between
transmitter and receiver.

Battery button & indicators  - Press
to change between battery (green 
indicator) and external power input 
(red indicator) operation. 

W-DMX bus 
port - for 
connection to 
another unit
or to a PC. 

Pro
W-DMX

made in sweden

LevelRadio

Batt

Wir eless Solutio n
Sweden AB

FUNCTION

POWERDATA

RXTX

CTRLLINK

W-DMX
made in sweden

LevelRadio

Batt

Wir eless Solution
Sweden AB

FUNCTION

POWERDATA

RXTX

CTRLLINK

 RADIO
ON: Indicates that 
Level display is show-
ing signal strength

 BATT
ON: Indicates that 
Level display is 
showing battery
charge

FUNCTION
Operation depends 
upon current mode.

 Level Provides alternate indications 
of radio signal strength and battery charge 
every two seconds. The RADIO and BATT
indicators con�rm which function is currently 
being shown. 

 DATA
ON: Transmitting/
receiving DMX data

 TX/RX
Indicate current 
operation mode 

 CTRL
ON: Indicates that W-DMX
bus link is active

 POWER
OFF: O� or using battery
ON: External power input
FLASH: Charging battery

 LINK
ON: Normal operation
FLASH: Unlinking all receivers
RAPID FLASH: Linking with receivers

OFF: Not linked to a transmitter
ON: Linked to a transmitter
RAPID FLASH: Linking to a transmitter

TX
 M

O
D

E
RX

 M
O

D
E

W-DMX
made in swede n

LevelRadio

Batt

Wir eless Solutio n
Sweden AB

FUNCTION

POWERDATA

RXTX

CTRLLINK

 LINK
OFF: Not linked to a transmitter
ON: Linked to a transmitter
RAPID FLASH: Linking with a transmitter

 RADIO
ON: Indicates that 
Level display is 
showing signal 
strength

 BATT
ON: Indicates that 
Level display is 
showing battery
charge

FUNCTION
Press for 5 
seconds to unlink 
from transmitter

 Level Provides alternate indications 
of radio signal strength & battery charge

 DATA
ON: Receiving DMX data

TX & CTRL Not used 

 POWER
OFF: Switched o� 
or using battery
ON: External 
power input
FLASH: Charging 
battery

DMX out

DMX out, DC power in (RJ45) Fade button - Press to fade o�/on the top 
panel indicators. Note: When running from 
the internal battery, the indicators fade o� 
automatically to conserve power.

Battery button & indicators - Press to change 
between battery (green indicator) and external 
power input (red indicator) operation. 
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Repeater

BlackBox RP-512 Outdoor 
The BlackBox RP-512 outdoor is by far the most advanced unit in the W-DMX 

BlackBox Series of products. It gives the professional user and demanding clients 

the most flexible unit on the market for controlling fixtures wirelessly without 

interference. 

The RP-512 is a 512-channel plug-and-play repeater that is compatible with the 

rest of the W-DMX product line. The repeater is easily controlled by “One-

Button-2-Go” technology and the status of the radio link is indicated by a multi-

colored LED.

W-DMX BlackBox RP-512 repeater meets IP65 and Nema 6 standards. It fits 

perfectly in architectural applications or rentals that need an extra heavy duty 

unit to work in environments that demand a more robust design. Full support of 

RDM with built-in battery backup.

The repeater receives the radio signal from a transmitter and does advanced 

signal processing before retransmitting the signal. The repeater is ideal as a 

“corner bender”, making any non line of sight installation possible where 

a normal transmitter/receiver setup would fail. With the repeater, virtually 

unlimited distances of wireless DMX are possible. The repeater is used to boost 

the signal when coverage drops.

The BlackBox RP-512 Outdoor not only functions as a repeater unit, it also gives 

the user the flexibility of multiple choices:

• Two DMX Universe wireless transmitters with built in Opti-Isolated splitters 

to go by cable for a third line of fixtures. This unique feature is ideal when a 

combination of wireless control and DMX by cable  are needed. 

• Two DMX Universe receivers with built in Opti-Isolated splitters to go by 

cable for a third line of fixtures. In combinations of two or more BlackBox RP-

512 this gives virtually endless combinations.

For example, if you use the RP-512 as a 2 DMX Universe Transmitter, one more 

unit as a repeater with a “corner bender” function and a third unit as 2 DMX 

Universe Receiver. This can cover one DMX Universe non line of sight and at 

the same time a second DMX universe in line of sight. There is no other product 

on the market that offers this most advanced feature.

“We have been particularly 
impressed with the Wireless 
DMX system as it has cut 
out all of the civil work 
and massively reduced any 
major disruption to the 
area this makes the whole 
exercise extremely cost-
effective” 
Paul Carolan
Contractor at Living Lights
Southern Electric Contracting
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Booster

BlackBox Booster B-500 Pro Indoor 500mW
The BlackBox Booster is a high performance two-way amplifier that helps you to 

extend the effective radio range indoor. It is a plug-and-play unit -- no drivers or 

modifications to your setup are necessary. 

The B-500 Pro Indoor 500 mW for indoor use allows the user to easily toggle 

between 100mW, 250mW and 500mW.

The wireless signal booster saves wiring costs and helps build wireless 

infrastructure by driving signals even into distant, reflective corners and hard-to-

reach areas.  It’s perfect for covering large areas like in exhibitions, public spaces, 

theatres or anywhere you need extra coverage. No more dead spots!

Booster

BlackBox Booster B-1000 Pro Outdoor 1000mW
The BlackBox Booster is a high performance two-way amplifier that helps you to 

extend the effective radio range indoor. It is a plug-and-play unit -- no drivers or 

modifications to your setup are necessary. 

The B-1000 Pro Outdoor 1000 mW for outdoor use allows the user to toggle 

between 250mW, 500mW and 1000mW. 

The B-1000 has a DC injector which makes it possible to connect DC from the 

antenna cable. Mounting is suitable near the antenna to avoid signal loss from 

long antenna cables. This makes the B-1000 very easy to install outdoors since 

the only cable needed is the antenna cable to the booster unit with the DC-

injector mounted on the end.

The wireless signal booster saves wiring costs and helps build wireless 

infrastructure by driving signals even into distant, reflective corners and hard-to-

reach areas.  It’s perfect for covering large areas like in exhibitions, public spaces, 

theatres or anywhere you need extra coverage. No more dead spots!

“The W-DMX system works 
wonderfully” 
Peter Freeman
Lighting artist
St Peters and Broadway Bridges
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W-DMX OEM TRX
Always dreamt about making your products wireless?

Do you need a unique selling point for your products?

Let Wireless Solution help your company improve your products.

With W-DMX OEM TRX this is possible in a way that has been impossible up 

until now. Adding W-DMX TRX OEM to your existing products is not only 

easy, it also CREATES VALUE!

W-DMX TRX OEM has a very competitive price and because it is easy to 

integrate into your existing products, no reconstruction work is needed.

Interfacing W-DMX TRX OEM is very easy.  Only DC-power and DMX are 

needed. W-DMX TRX OEM is a single stand alone PCB which accepts 5-15VDC 

power input which is easily found in almost every existing product. The size is 

only 84x48mm which is no larger than a modern cell phone. The PCB fits in 

every existing product. W-DMX OEM TRX is RDM ready and new firmware is 

easily updated. A user-friendly interface is easily added to W-DMX TRX OEM.

W-DMX TRX OEM adds great value to your product range at a reasonable cost.

Please contact us for more information and references.

“W-DMX was the natural 
choice for DTS when 
choosing partner for 
wireless DMX technology. 
Easy to use and install for 
our production and clients”
Franco Zaghini
Vice President of Sales
DTS Illuminazione SRL#20  #21
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Indoor Antennas

Indoor 2
Omni 2 dBi

Radiation (HxV): 360x360

RP-SMA Male

Indoor 5
Omni 5 dBi

Radiation (HxV): 360x90

RP-SMA Male

Indoor 7
Omni 7 dBi

Radiation (HxV): 360x20

RP-SMA Male
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Outdoor Antennas (more on next page)
Mounting brackets included for all antennas.

Outdoor 2
Omni 2 dBi

Radiation (HxV): 360x360

N Female

Outdoor 6
Omni 6 dBi

Radiation (HxV): 360x30

N Female

Outdoor 8
Panel Directional 8 dBi

Radiation (HxV): 45x45

N Female
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Indoor cables
Professional cable, 0.5 dB loss/m

Cable 0,5m  RP-SMA Female - RP-SMA Male

Cable 1m   RP-SMA Female - RP-SMA Male

Cable 3m   RP-SMA Female - RP-SMA Male

Cable 5m   RP-SMA Female - RP-SMA Male

Cable 10m  RP-SMA Female - RP-SMA Male

Outdoor cables
Professional cable, 0.5 dB loss/m.

Outdoor Cable 1,5m  N Male - N Male

Outdoor Cable 3m  N Male - N Male

Outdoor Cable 5m  N Male - N Male

Outdoor Cable 10m  N Male - N Male

Outdoor Cable 15m  N Male - N Male

Outdoor Cable 20m  N Male - N Male

Outdoor Cable 30m  N Male - N Male

Accessories
Adapter Kit SMA  Adapter indoor --> outdoor

Adapter Kit SMA II Chassi Adapter outdoor --> indoor

W-DMX Lighting Arrestor DC Ground for Antenna

“The W-DMX system 
from Wireless Solution is 
a really, really good and 
stable system! It worked 
perfect the whole time 
without a single problem 
or delay in the wireless 
DMX transmission”
Michel Bisschops
Project Manager
Flashlight
World Soccer Championship 2006

Outdoor 9
Omni 9 dBi

Radiation (HxV): 360x20

N Female

Outdoor 12
Panel Directional 12 dBi

Radiation (HxV): 30x30

N Female

Outdoor 21
Parabolic Directional 21 dBi

Radiation (HxV): 13x13

N Female
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Specifications
S-series

S-1 Indoor S-1 Outdoor S-1 Micro S-2 Indoor

RF Power output ETSI / FCC 100mW / 275mW 100mW / 275mW 100mW / 275mW 100mW / 275mW

Receiver Sensitivity -96dBm -96dBm -96dBm -96dBm

Modulation GFSK / TDMA GFSK / TDMA GFSK / TDMA GFSK / TDMA

NF N/A N/A N/A N/A

RF- Connector N* N N* N*

Electromagnetic Compatibility FCC Part 15 class B, CE Mark, ETS 300 328. ARIB STD-T66

DMX optical isolated No No No No

DMX-ESD. Human Body model 15kV 15kV 15kV 15kV

IP-rating N/A N/A N/A N/A

Power. VAC 90-260VAC 50/60Hz 90-260VAC 50/60Hz N/A 90-260VAC 50/60Hz

Power. VDC 12VDC 12VDC 12-24VDC 12-24VDC

Operating Temperature 0-55°C -30-70°C 0-55°C 0-55°C

Dimension. Metric 219 x 45 x 131 mm 219 x 45 x 131 mm 115 x 40 x 70 mm 219 x 45 x 131 mm

Dimension. Imperial 8.6” x 1.8” x 5.2” 8.6” x 1.8” x 5.2” 4,5” x 1,6”  x 2,8” 8.6” x 1.8” x 5.2”

Weight 1kg 1kg 250g 1kg

* RP-SMA adapter included

R-series
R-512 Micro R-512 Indoor R-512 Outdoor

RF Power output ETSI / FCC 100mW / 275mW 100mW / 275mW 100mW / 275mW

Receiver Sensitivity -96dBm -96dBm -96dBm

Modulation GFSK / TDMA GFSK / TDMA GFSK / TDMA

NF N/A N/A N/A

RF- Connector N/A N* N

Electromagnetic Compatibility FCC Part 15 class B, CE Mark, ETS 300 328. ARIB STD-T66

DMX optical isolated No No No

DMX-ESD. Human Body model 15kV 15kV 15kV

IP-rating N/A N/A IP65

Power. VAC N/A 90-260VAC 50/60Hz. 90-260VAC 50/60Hz. 

Power. VDC 12-24VDC 12VDC 12VDC

Operating Temperature 0-55°C 0-55°C -30-70°C

Dimension. Metric 115 x 40 x 70 mm 219 x 45 x 131 mm 180 x 130 x 50 mm

Dimension. Imperial 4,5” x 1,6”  x 2,8” 8.6” x 1.8” x 5.2” 7.1” x 5.1” x 2.0”

Weight 250g 1kg 750g

* RP-SMA adapter included

Specifications
RP- & B-series

RP-512 Outdoor B500 Pro B1000 Pro

RF Power output ETSI / FCC 100mW / 275mW 500mW 1000mW

Receiver Sensitivity -96dBm N/A N/A

Modulation GFSK / TDMA N/A N/A

NF N/A 3.5dB <4dB

RF- Connector N RP-SMA N

Electromagnetic Compatibility FCC Part 15 class B, CE 

Mark, ETS 300 328. ARIB 

STD-T66

FCC Part 15 class B FCC Part 15 class B

DMX optical isolated Yes N/A N/A

DMX-ESD. Human Body model 15kV N/A N/A

IP-rating IP65 N/A IP65

Power. VAC 90-260VAC 50/60Hz. N/A N/A

Power. VDC 12VDC 12VDC 9VDC

Operating Temperature -30-70°C 0-45°C -30-70°C

Dimension. Metric 180 x 130 x 50 mm 75 x 56 x 25 mm 120 x 72 x 18 mm

Dimension. Imperial 7.1” x 5.1” x 2.0” 3.0” x 2.2” x 0.98” 4.7” x 2.8” x 0.71”

Weight 750g 380g

T- and TRX OEM-series
T-1 Indoor TRX OEM

RF Power output ETSI / FCC 100mW / 275mW 100mW / 275mW

Receiver Sensitivity -96dBm -96dBm

Modulation GFSK / TDMA GFSK / TDMA

NF N/A N/A

RF- Connector N* MCX

Electromagnetic Compatibility FCC Part 15 class B, CE Mark, ETS 300 328. ARIB STD-T66

DMX optical isolated Yes No

DMX-ESD. Human Body model 15kV 15kV

IP-rating N/A N/A

Power. VAC 90-260VAC 50/60Hz. N/A

Power. VDC 12-24VDC 5, 6-9VDC

Operating Temperature 0-55°C -30-70°C

Dimension. Metric 219 x 45 x 131 mm 46 x 82 mm

Dimension. Imperial 8.6” x 1.8” x 5.2” 1.8” x 3.2”

Weight 1kg -

* RP-SMA adapter included
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