
Instructions for mounting 2011 RotoPax Fuel Pack to the  Wolfman and Backroads Moto 

Side Racks 

 
 

 

 

This kit contains the following: 

 

 

 

 

 

 

 

 

 

 

 

 

 

Tools needed 

BLUE or a Medium Strength Locktight or thread locker 

4mm Hex Wrench 

6mm Wrench or Socket 

13mm Wrench or Socket 

Wolfman Backroads Moto Side Racks 

 

 

This kit is intended to be used only with the Wolfman Backroads Moto Side Racks and is compatible with 

the Wolfman Expedition Dry and Teton Saddles. 

 

Read and understand these instructions before touching your bike, rack or a wrench 

Be Sure To Locktight All Bolt’s 

       

                 
 

Left side rack shown. 

This can be done with the rack installed on the bike.  For these instructions the rack will be off.  

(It is easier with the Rack off the bike) 

Consult the Rack Mounting instructions to mount your particular rack to your bike. 

Quantity Description  

1 RotoPax Fuel or Water Pack 

1 RotoPax Pack Mount 

1 Wolfman Side Rack Plate 

4 Loop Clamps 

4 6mmX16mm Flat Head Srew 

4 6mm Nylock Nut 

4 6mm (Small) Washer 

2 8mm (Large) Washer 

4 Extension Straps 



1. Mount Loop Clamps to Rack as shown. Fig 1 

Fig 1 

 
 

2. Attach the remaining Loop Clamps. Fig 2 Depending on model of rack you will need to place Loop 

Clamp on either side of the mounting tube. 

Fig 2 

 
 

3. Place Side Rack Plate on Rack with the countersink holes facing out, align the holes on the plate to the 

Loop Clamps.  Place a screw through the holes in the Side Rack Plate, Through the Loop Clamp Holes 

and Washer and nut.   Do this for all 4 Loop Clamps.  Do not tighten at this time. Fig 3 

Fig 3 

 
 

 

 

4. Make sure the Side Rack Plate is even on all sides of the rack Hoop. Tighten All Screws and nuts 

tightly. 



 

Mounting the RotoPax Mount to the Mounted Side Rack Plate. 

 

5.  Place the RotoPax Mount to the Mounted Side Rack Plate using the Center Verticle Holes. 

Apply a Medium Thread Locker to the Bolt Threads.  Place the bolt thrugh the 8mm Washers, through the 

Side Rack Plat and into the RotoPax Mount.  Fig 4&5 

Fig 4        Fig 5 (Inside Shown)      

           
 

6.  Attach the RotoPax Fuel or Water pack to the Rack Tighten snug. Fig 6 

Fig 6 

 
 

 

 

 

 

If you have any questions call or email us at 800/535-8131 or info@wolfmanluggage.com 

 

 

 


