
Iron Clad Series
Straight Linear Scales

Features
� Extra Heavy Duty Construction
� Recessed Pointer with Deeply Embossed Graduations
� Holding Loop and Bottom Hook
� 1 Year Warranty

Specifi cations
Accuracy: +1 Graduation
Maximum Overload: 125% of Rated Capacity  
Tare Capacity: 10% Full Scale Capacity
Weight: 6 lbs (3 kg)
 9 lbs (4.5 kg) IC-500 only
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The CHATILLON® Iron Clad Series linear scales are designed for severe applications making them ideal for shipboard applications, warehouses, receiving 
docks or any application where harsh environmental conditions are present.  Our Iron Clad Series feature an extra heavy duty steel and cast iron construction.  
Scales have a recessed pointer with deeply embossed numbers and graduations.  All Iron Clads come with holding loop and bottom hook.  

Visit Us on the Web at www.chatillon.com

Easy to read graduations

IC-100
Ordering
Old Model New Model Capacity Weight

 130 IC-100 100 lb x 1 lb 6 lbs
 140 IC-200 200 lb x 2 lb 6 lbs
 160 IC-300 300 lb x 5 lb 6 lbs
 180 IC-500 500 lb x 5 lb 9 lbs



Dimensions 
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Germany
AMETEK GmbH
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Germany
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For the authorized Chatillon Distributor or Manufacturer’s Representative near you, go to www.chatillon.com

Visit Us on the Worldwide Web at:
www.chatillon.com
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 Model A B C D*
 IC-100 19-5/8” 9-7/16” 2-1/4” 5-3/4”
 IC-200 19-5/8” 9-7/16” 2-1/4” 5-3/4”
 IC-300 19-5/8” 9-7/16” 2-1/4” 4-3/8”
 IC-500 23-1/2” 13-1/4” 2-1/4” 5-3/4”
Dimension D is length of travel from zero to full scale.


