
1. Plug the Karaoke player and the Amp (2 Plugs) into a standard 110v receptacle.
2. Connect the player to a TV or Monitor using the supplied HDMI cord (see Video Connection to a TV below)
3. Connect the microphones to the Amp (see Microphone Connection below).
4. There are two power switches that must be in the “On” position. Both are on the front of the system (see diagram below)
5. Make sure the Karaoke Player button is pushed in - it is beside the Master Volume on te Amp (see diagram below)
6. All music is stored in the Karaoke Player.  Select the song track number you want to play from the supplied song listings, or at

www.partystuff.ca/pages/karaoke
Enter the song track number using the number keys on the top right of the Karaoke Player. After a short delay, your
Karaoke song track will begin to play. To choose another track, enter the song track number at any time (during playback, or when idle)
If the player is idle (music has stopped), press the play button on the player after the song track number is entered.  If a song is already
playing, you can simply enter the song track number and it will begin to play.

7. Adjust the Master Volume on the Amp and the MIC Volumes as required.
8. If you choose a song track and the words do not appear on the screen, please power off the player and then power it back on

RSQ Festival Karaoke Instructions & SetupII
This Karaoke rental system has been supplied with the following:
1 - RSQ Festival II Portable Karaoke Player  1 - Player Cover
1 - HDMI Cord   1 - Video Cord (Yellow)   2 - Microphones with Cords
2 - Song Listings

Remember: You are responsible for all of
these items if lost, stolen, or damaged.

925 Milt Stegall Drive

Winnipeg, MB

R3G 3H7

Phone: 204.786.8756

Fax: 204.786.1664

email: info@partystuff.ca

Video Connection to a TV: We recommend using the supplied

HDMI Cord to connect the Karaoke Player to a TV or monitor.
Connect the HDMI cord to the back of the player and then to any
available HDMI port on your TV or monitor.  Optionally, if there is no
HDMI port available, you can connect the video cord from the yellow
Video Out on the player to the yellow Video In on your TV or monitor.

You will have to set your TV to the proper “INPUT” signal.
Please refer to your TV’s manual for instructions.
NOTE:

Microphone Connection:
Ensure that both microphones are
switched off, and that the MIC VOL
dials are in the minimum position.  Plug
the microphones into the MIC Jacks
labelled MIC1 and MIC2 on the lower
component (the Amp). Once the power is
on (step 4 above) you may switch on the
microphones, and adjust the MIC Volume
to the desired levels.

CAUTION:  The Microphone cords are
not designed to be swung around.
Damage to the cord will result in extra
charges for replacement.

Audio Connection to your TV: The portable Karaoke player has built in speakers with sufficient volume for small to medium sized

rooms (250 watts output). Therefore, it is not necessary to connect the player to your TV or any external stereo amplifier.
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Operating Instructions:
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