
IMPORTANT INSTALLATION GUIDELINES
Please follow this guidance carefully to ensure your Naturewall is installed correctly
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WALL PREPARATION

After receiving your Naturewall order, unbox the wood but DO NOT CUT STRAPPING. Place each pack 
flat on the floor and allow it to acclimatise for a MINIMUM OF 3 DAYS in the room where it will be 
installed. The more extreme the conditions of the environment, the more acclimatisation time required. 

Do not remove the wood from the nylon strapping until you are ready to install.

The surface must be primed/painted prior to installation. Naturewall is a natural product and therefore may 
experience seasonal movement as it takes on or dispels relative air moisture. We therefore recommend 
using a standard interior primer/paint in a similar colour to that of the wood being installed.  If a new 

primer/paint is being applied, wait until the surface is completely dry before installing.
 

Remove all debris, including nails, staples, or other protruding debris, from the wall. Strip off any coverings 
such as wallpaper and scrape away any loose or aging paint. Dry-wipe the surface to clear away any loose 

dirt or dust. The wall must be completely dry and free of all dust prior to installation.

INSTALLATION NOTES

Naturewall is engineered with a pressure sensitive adhesive (PSA) tape backing. A J-Roller MUST BE 
USED to roll and apply pressure to the face of the board, in order to ensure maximum adhesion to the sub 
wall. Once positioned on the wall firmly roll over the entire surface of each plank lengthwise to ensure a 

strong and lasting bond.
 

Naturewall should not be installed at temperatures below 12 Degrees Celsius nor on a surface with more 
than 9% moisture, we recommend using a moisture meter to check your wall before installation. For best 

results maintain relative humidity between 35% and 55% before, during and after installation.

For all commercial, trade or construction partners please contact us for specialist advice.

For further details on installing Naturewall please view our fitting guide video or see your installation slip 
which is included in each pack.
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