
DC-445  
WITH INTEGRATED FOLDING SYSTEM

AUTOMATIC CREASER FOR DIGITAL PRINT

Greetings cards – Brochures – Leaflets -  CD/DVD inlays - Direct mail – Menus
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A professional finish 
Up to 15 creases can be placed along the 
sheet. These can be adjusted in 0.1mm 
increments ensuring a high degree 
of positioning accuracy. Furthermore,  
creasing can be automatically adjusted to 
accommodate different stock thicknesses. 
Operator adjustments include 
compensation for image skew and sheet 
shrinkage typical of issues caused during 
digital printing. 

High productivity
The 100mm feed pile height is 
complementary to the rated speed 
and minimises any re-load time. The 
combination of deep feed pile height to 
minimise re-load time with top feeding 
design, means the machine offers 
exceptional productivity, allowing the 
operator to perform other tasks while the 
DC-445 gets on with the job. 

User friendly
The DC-445 uses simple step-by-step 
set-up, assisted by illustrations on the 
LCD screen which guide the operator 
seamlessly through the process. Up to 
30 jobs can be programmed and stored, 
providing high productivity with easy 
recall.

 

The Duplo DC-445 IFS is a fully 
automated vacuum-fed creasing and 
folding solution perfectly adapted to 
the requirements of digital print. By 
creasing the sheet before folding, it 
overcomes the problem of toner
cracking and ensures a visually 
stunning final document. Set-up is fully 
automatic, the footprint is small and the 
whole machine can be run by a single 
operator.

DC-445 
The DC-445 uses a male rule/female 
matrix creasing mechanism to place up to 
15 creases on one sheet in a single pass. 
The operator can select the crease depth 
so whether the job has been produced 
on litho or digital, heavy or light stocks 
the final document is always of the 
highest quality.

Various features help to ensure minimum 
downtime and maximum productivity. 
The vacuum feeder draws in sheets from 
the top of the stack enabling a sizeable 
stack of sheets to be loaded without fear 
of mis-feeding or damaging the print.

Reliable feeding 
An automatic suction feeder ensures the 
consistent delivery of sheets into the 
machine with no risk of marking. In case 
of digital stocks with a high level of static, 
an optional air knife can further assist 
with sheet separation and feeding. An 
optional ultrasonic double feed detector 
ensures only one document will ever be 
processed at a time with any misfeeds 
easily retrievable and undamaged. 

Optional perforating and slitting modules Benefits of creasing digital work



Integrated Folding System (IFS)
The IFS is a range of modules purpose 
built to extend the capabilities of the 
DC-445.

At the heart of the IFS is the F2 folder 
module that includes two folding knives. 
This allows 7 common fold patterns to be 
produced on a range of paper stocks and 
weights, all with a presentable crack-free 
finish.
 

Cost-effective finishing
As a system the DC-445 IFS is one of 
the most versatile finishing machines 
available. Whilst folding is the primary 
function, the DC-445 can be fitted with 
several other modules for cutting along 
the length of the sheet or perforating.
Despite being constructed of several 
modules the whole system is centrally 
controlled and is designed such that 
one operator can comfortably run the 
machine.

Common fold patterns

     No fold V & reverse V C (letter) Z Gate Closed gate* Double parallel

*1 (manual fold for jobs with > 2 folds)

DC-445 + Straight Conveyor (SC2) + Folder (F2) + Short Stacker (ST2)

With a high throughput of up to 50 sheets per minute and shorter stacker this system 
is designed for businesses who are faced with a high proportion of short-run, quick 
turn-around work.

Width: 2130mm x Height: 1500mm x Depth: 730mm (Weight: 270Kg).

DC-445 + Straight Conveyor (SC2) + Folder (F2) + Long Stacker (ST1)

The extended stacker makes this a popular option for commercial printers handling 
higher volumes.

Width: 2420mm x Height: 1500mm x Depth: 730mm (Weight: 314Kg).



Specifications

Min. paper size: (W x L) 140 mm x 170 mm

Max. papersize: (W x L) 320 mm x 670* 
(*999.9mm is possible, but tray 
does not support extra long 
sheets).

Min. paper weight: 110g/m2

Max. paper weight: 350g/m2 

Dependent upon grain direction

Paper type: Bond, coated, laminated

Feed height: 100 mm

Stacker capacity: 200 mm short stacker (ST2) 
400 mm long stacker (ST1)

Feed system: Top fed / suction feeder

Crease depth: 3 settings

Power: 230V, 0.8A, 160W

Feeder speed: A4 SEF (1 crease)  
@ 50 sheets/minute
A4 SEF (2 creases)  
@ 31 sheets/minute
A3 SEF (1 crease)  
@ 40 sheets/minute
A3 SEF (2 creases)  
@ 29 sheets/minute
A4 LEF perforate or slit only  
@ 109 sheets/minute

Number of creases: Up to 15 creases per document 
across the paper direction

Crease depth adjustment: 3 steps (from control panel)

Tolerance of creaser: + / - 0,3 mm

Memories: 30

Minimum repeat distance: 0,1 mm

Options: Perforators (15 teeth/inch), 
Slitters, Air Knife, Double 
Detection, Long Paper Tray, Base

Duplo is a trade mark of the of the Duplo Corporation.
Duplo has a policy of continuous improvement
and reserves the right to amend the above specification 
without prior notice

Production rates are based on optimal operating conditions 
and may vary depending on stock and environmental 
conditions. 

 
Ref: 445/05/13

Duplo International Limited 
Automated Precision House
Hamm Moor Lane
Addlestone
Surrey KT15 2SD 
 
Tel +44(0) 1932 263 900 - Fax +44(0) 1932 263 901 
info@duplointernational.com 
www.duplointernational.com

Max. paper size: (W x L) 670mm x 325mm  
- finished folded size

Min. paper size: (W x L) 70mm* x 85 mm  
- finished folded size
*if using slitter

Speed: Up to 50 sheets / min

Paper weight: 110 - 350* g/m2 

*230 g/m2 for double parallel 
folding

Folding: Programmable in 0.1mm 
increments

Folding patterns: 7 types with tolerance +/- 0.2mm

Power: 230V AC 50/60Hz

Integrated Folding System (IFS)

Height: 1090mm

Depth: 618mm

Width: 1262mm

Weight: 108kg (including base)
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