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ProofCam Watchdog 01  Full HD

Designed and tested by experts
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Product Overview
1.   AV-OUT slot
2.   Bracket fixing screw
3.   Camera
4.   SOS key
5.   Charging indicator
6.   Reset key

7.   Power switch/confirm key
8.   Microphone
9.   Video and wi-fi indicator light
10. TF card
11. USB slot
12. Suction connector

Images from the APP

  

iOS 7.0 or above Android 4.0 or above

Image 1. This is the screen you will see when going into the App. The top icon 
will allow you to access the live stream from the Dash Cam – please note it can 
take up to 10 minutes for a stable connection to be established, during which 
time there will be a lot of buffering. This does not affect the recording to the TF 
card which will continue as normal.

Image 2. If you touch the bottom icon from the home page, it will take you to this 
screen. Touching the top icon will access all the files on the TF card, which is 
located inside the camera. To download a file, touch the required file and follow 
the on screen instructions. Touching the bottom icon will access any video files 
that have been downloaded to your smartphone.

Image 3. This is the list of video files downloaded to your smartphone, organised 
in date and time order.
To view these files on your computer, remove the TF card and, after inserting it 
into your computer (using an TF card adaptor), you can use the media player on
any computer. If you have any issues downloading and viewing the files on 
 

your computer, please visit www.proofcam.com, follow the link to
 “Camera Resources” and download the relevant desktop viewer for your 
computer (windows or mac).

Image 4. This is an example of the live feed as seen from a smartphone.
Note the settings icon in the bottom left corner of the screen. Tap this to 
access the camera settings on your smartphone.

Follow the simple instructions on the App, from which you can live stream 
the Dash Cam footage, view all the files on the TF card and also download 
clips from the TF card directly to your smartphone.

Please note the following:
1. The PCW1 records to an TF Card located in the side of the Dash Cam. You 
    can remove this TF card and insert it into a computer (using an TF card 
    adaptor) and then view all the files.
2. You can stream directly to your smartphone – however please note that it 
    can take up to 10 minutes for the live stream to settle down, during which 
    time you will notice a lot of buffering. Please note that the Dash Cam is 
    recording correctly during this process, it is just the live stream which will 
    be buffered.
3. It is not recommended to keep your smartphone connected by Wi-Fi to the 
    Dash Cam at all times, as the Wi-Fi connection can interfere with other 
    apps that may be running. It is recommended only to connect to your 
    smartphone when locating and positioning your Dash Cam and when 
    downloading videos to your smartphone.

When accessing the APP, enter the live feed 
page and on the bottom left there is a settings 
icon. Touch this to access numerous settings 
including: 
video resolution, time options, audio settings etc.

Welcome to the PC Watchdog 1(PCW1) Dash Cam. This Quick Start Guide will 
take you through the main features and benefits and show you how to set the 
PC Watchdog 1 up in just a few simple steps.

The PCW1 is a state of the art Car Dash Cam that records in Full HD, and 
is fitted with built in Wi-Fi. This enables you to connect the PCW1 to your 
smartphone and download video files direct to your smartphone. You can 
also download files directly from the TF card to your computer without 
using the Wifi.

The PCW1 records in Full HD and the data is stored on an TF card. 
We suggest you use a Class 10 TF card, 8GB – these can be found on our 
website at www.proofcam.com or they are also available from most 
electrical retailers.

■ Step 1.
Connect the PCW1 to the windscreen adaptor and fit on to your windscreen.

■ Step 2.
Connect the power lead – one end to the suction pad and the other end to 
the in car power in your vehicle. The PCW1 will turn on with the car engine 
and start recording automatically. When the engine is turned off, the PCW1
will turn off and stop recording.
Important: You must put a TF card into the camera or it will not function 
or record.

■ Step 3.
Switch on Wi-Fi on your smartphone and search for the following Wi-Fi 
network WCVR_XXXXXX.
When you locate this network (which is the PCW1 Dash Cam) click on it to 
connect the PCW1 to your smart phone. 

■ Step 4.
Scan one of the QR codes shown here or go 
to the  App Store and search for WCVR-PWD.
Download the App to your smartphone. 

This equipment complies with the essential requirements of EU 
Directive 99/5/EC. Do not use this product on board aircraft, or in 
hospitals, without first obtaining permission.

It is your responsibility to make sure that you use the ProofCam Dash Cam 
in a safe and responsible manner. Do not access functions or change 
settings whilst you are driving, and the location and positioning of your 
ProofCam Dash Cam should not interfere with the driver’s field of vision. 
Please make sure that you drive in an appropriate way and in compliance 
with all the laws and regulations. The ProofCam Dash Cam is not a driving 
aid and is designed solely to provide a video record of your journey. 
ProofCam accept no responsibility whatsoever for any failure of the 
equipment to work correctly.

This Proofcam Dash Cam is warranted to be free from defects in 
materials or workmanship from one year from the date of purchase. 
Within this period, ProofCam will repair or replace any part or parts 
that fail provided such failure is not deemed to be as a result of 
misuse or damage caused. The warranty does not apply to cosmetic 
damage not to consumables such as batteries or storage cards. At our 
option, we will either repair or replace any cameras that are deemed 
to be eligible under the terms of this warranty. Any damage or fault 
caused by accident, misuse, unauthorised repair or interference or 
similar is not covered under this  warranty.

Should you have any general or technical questions on your PCW1 Dash 
Cam, please email us at customer@proofcam.com. We will endeavor to 
answer your mail within 24 hours or call us on 0207 278 8926
ProofCam Limited
EC1V 7LQ   
www.ProofCam.com
You can also find general information, news, reviews and competitions 
on our ‘ProofCam’ Facebook page and Twitter feed.

If you have a camera that requires service under warranty, then in the 
first instance you should return it to the retailer from whom it was 
purchased.

Warranty

IMPORTANT

THE LITIUM-ION BATTERY CONTAINED IN THE PRODUCT MUST 
BE RECYCLED OR DISPOSED OF PROPERLY. USE PROOFCAM 
DASH CAMS ONLY WITH THE SUPPLIED DC POWER LEAD AND 
AC ADAPTER FOR BATTERY CHARGING.

To recycle your Proofcam Dash Cam unit, please take it to your local 
recycling centre. This product fully satisfies the requirements for CE 
marking when used in a residential, commercial or light industrial 
environment.

This product uses a Lithium-Ion battery. 
■ Do not use it in a humid, wet and / or corrosive environment. 
■ Do not put, store or leave your product in or near a heat source, in a high 
   temperature location, in strong direct sunlight, in a microwave oven or in 
   a pressurized container and do not expose it to temperatures over 
   50°C (122°F). Failure to follow these guidelines may cause the 
   Lithium-Ion battery to leak acid, become hot, explode or ignite and cause 
   injury and / or damage. 
■ Do not pierce, open or disassemble the battery. If the battery leaks and 
   you come into contact with leaked fluids, rinse thoroughly with water and 
   seek medical attention immediately. 
■ For safety reasons and to prolong the lifetime of the battery, charging will 
   not occur at low temperature (below 0°/32°F) or high (over 45°/110°F) 
   temperatures.
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