**InnoGear Aromatherapy Diffuser**

**Operation**
1. Connect the included AC adapter to the EC port at the back.
2. Lift up the cover.
3. Add the right amount of water (not exceeding the MAX line) and a few drops of essential oil into the water tank.
4. Pull the cover back on and plug the AC adapter into the home power supply socket.

**Light/Mist Button**
- 1st Press – to turn on the 7 color lights and continuous mist and light begins to cycle through colors;
- 2nd Press – to set on one color light and continuous mist;
- 3rd Press – to turn off lights and only continuous mist on;
- 4th Press – to turn both light and mist off.

**Specification**
- **Dimensions**: 172*147mm
- **Weight**: 405g
- **AC Input**: AC 100-240V 50/60Hz
- **DC Input**: DC 24V 500mA
- **Water Tank Capacity**: 180ml
- **Material**: ABS+PP

**FAQ**
- Q: Why can’t I see anything?
  - A: The strength of output from different essential oils may vary. Choose a stronger one and try it after turning it on several times.
- Q: Can the light be used for one specific color only?
  - A: Yes, Please refer to the 1st, 2nd, 3rd Change color lights and mist. 2nd for one color light and mist. 3rd Press for three lights and mist. 4th Press for all the lights off.

**Precaution**
- Do not touch the inside of the diffuser when cleaning.
- Put your fingers on the inner cap to drain it into the water tank.
- Do not put the inner cap on the upper lid to drain.

**Maintenance**
- Please clean the product at following steps after using it for 3-4 days:
  - Turn off the power, unplug the power cord and remove the cover.
  - Pour out remaining water in the back from the CRAZY SIDE.
  - Add a few drops of neutral detergent into warm water and clean the product with a soft rag.

**Troubleshooting**
- Does the inner cap install properly?
  - Make sure the inner cap is installed properly with the upper lid. Loose inner cap might cause leakage.
- Light/Mist Button does not work?
  - Make sure the inner cap is installed properly. Loose inner cap might cause leakage.
- Cannot turn on water in the tank?
  - Add enough water but do not exceed the MAX line.
  - Make sure the inner cap is installed properly. Loose inner cap might cause leakage.

**Accidental Leakage**
- If water happens to be drained over ortripped during operation, please follow the steps to avoid malfunction:
  - Turn off the power, unplug the power cord and remove the cover.
  - Pour out remaining water in the back from the CRAZY SIDE.
  - Clean the water tank with neutral detergent and put it in a well-ventilated place for natural drying.

**After-Sale Service**
This product is guaranteed for 12 months from the date of purchase. If you need any replacement, please contact us via email support@innoGear.net.