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FAUCETSLead Free Faucets
All faucets conform to AB 1953 and 
2014 Federal Lead Free Standards.

 ANSI/A 112.18.1
1.8 GPM MAX @ 60 PSI

Order No Description Weight 
lbs/case

AA-502 Dippwell Faucet Regular Faucet 0.8
AA-503G Dippwell Faucet No Lead Faucet 0.7

G Denotes No Lead Faucet 

Order No Description Weight 
lbs/case

Pack/ 
case

AA-150G Standard Beverage Dispensing Faucet. 53 96
AA-151 For AA-150G Repair Kit. 19 100

Dipperwell Faucets
* Heavy duty brass construction & polished chrome body.
* 1/2” NPS male inlet.

Beverage Dispensing Faucets
* Heavy duty Forged brass body construction.
* Polished chrome finish.
* 1-1/32”-14 UNS Male Inlet.
* Handle unit replacement available.
* Pressure  14 PSI, 0.93 BAR.
* Max Temp. 212°F,100°C

AA-151

  Heavy Duty
* Integral spring check valves to prevent 
  Cross-flow of hot & cold water.
* Heavy duty brass construction and chrome body.
* Color coded Red & Blue handles.
* 5” Spout, vacuum breaker & wall bracket w/1/2” rod.
* 1/2” NPT Female inlets.

8” Service Sink Faucet

AA-102G
AA-103G

AA-840

AA-150G

AA-503GAA-502

Order No Description Weight 
lbs/case

Pack/ 
case

AA-840 8” Heavy Duty Service Sink Faucet w/5” Spout 60 8
AA-840VBP 8” Heavy Duty Service Sink Faucet Valve Parts 0.1 12

AA-848VBP

Replacement Parts: Replacement Parts:


