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Lead Free Faucets
All faucets conform to AB 1953 and 
2014 Federal Lead Free Standards.FAUCETS  ANSI/A 112.18.1

1.8 GPM MAX @ 60 PSI

4” Wall Mount Faucet
* Excellent engineering design & qualified-skilled 
  craftsmanship inside and outside.
* Reinforced double O-Ring valves with 
  Hot & Cold marked on stem.
* Compression nuts & washers attached.
* Color coded Red & Blue Handles. 
* Heavy duty, double O-Ring swivel spout. 
* 1/2” NPS male inlets.
* Stem check unit replacement available.

AA-412G
AA-410G

4” Deck Mount Faucet For Bar Sink
* Excellent engineering design & qualified -skilled
  craftsmanship inside and outside.
* Integral spring check valves to 
  prevent cross-flow of Hot & Cold Water.
* Heavy duty brass construction 
  & polished chrome body.
* Heavy duty, double O-Ring swivel spout.
* Color coded Red & Blue handles. 
* 1/2” NPT female inlets.

AA-422G
AA-420G

4” Deck Mount Faucet

Order No Description Weight 
lbs/case

Pack/ 
case

AA-400 4" Heavy Duty Deck Mount Base Only 83 24
Spout and Base in Split package

AA-102G
AA-103G

Order No Description Weight 
lbs/case

Pack/ 
case

AA-410G 4" Wall Mount Faucet w/3-1/2" Gooseneck Spout 55 24
AA-412G 4" Wall Mount Faucet w/5" Gooseneck Spout 33 12
AA-401G 4" Wall Mount Faucet Base Only 48 24

AA-161G
AA-162G

AA-122G
AA-123G

Order No Description Weight 
lbs/case

Pack/ 
case

AA-420G 4" Deck Mount Faucet w/3-1/2" Gooseneck Spout 52 24
AA-422G 4" Deck Mount Faucet w/5" Gooseneck Spout 28 12
AA-402G 4" Deck Mount Faucet Base Only 40 24

Replacement Parts:

Replacement Parts:

AA-125
AA-124AA-126

AA-161G
AA-162G

AA-122G
AA-123G

Replacement Parts:

AA-125
AA-124AA-126

AA-400G


