WARING® COMMERCIAL PIZZA OVENS

Double-Deck Pizza Ovens

COMMERCIAL

Features o

* Ceramic pizza decks
hold 18" diameter pizza

® Temperature range
of 350°F/176°C-
840°F/448°C

e Stainless steel exterior
with full insulation

e Aluminized steel interior
with one light per deck

* 4" adjustable legs
* 240V/3200W

WPO700

* Independent on/off
switches for top & bottom
heating elements (center
element remains on)

=

¢ Manual 30-minute timer
with audible alert

WPO750

* Two independent
chambers with their own
deck controls can operate
at different temperatures
simultaneously

® Separate 30-minute
electric timers with
audible alerts for each
chamber

* Independent on/off
controls for top and
bottom elements in
each chamber
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Double-Deck Pizza Ovens
COMMERCIAL WPO700/WPO750

S

Specifications
Electrical Plug Listings Dimensions Warranty
(L" x W" x H")

WPO700 240V, 3200W 240V/SP-040 cULus, NSF 27"x 28"x 21" Limited 1 Year On-Site

WPO750 240V, 3200W 240V/SP-040 cULus, NSF 27"x 28"x 25" Limited 1 Year On-Site
Ordering Information

Description Catalog #  Std Pkg. Ship Wt. Cubsic Feet UPC Code

(Ibs.)
Double-Deck Pizza Oven WPO700 1 125 9.17 040072030604
Double-Deck Pizza Oven WPO750 1 157 10.9 040072030611
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