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CAUTION IMPORTANT
SAFETY: This product needs to be installed by a 
competent trades person with assistance.

Two people are required to carry out the installation 
as some components are heavy. 

The outer frame requires fixing to the supporting 
structure above the opening.

Please read and understand these instructions prior to 
commencing installation.
All doorsets supplied unfinished should be fully decorated 
prior to installation. This product is designed to comply with 
part L & Part F of the building regulations.
Part M primary acess compliance is only achieved if all door 
leaves are opened and is dependant in the installation detail 
used. If in doubt consult your building designer.
Prior to installing this doorset, inspect for damage and do not 
proceed to fit if any noticeable damage or defect is evident. 
This doorset should be stored in a dry flat location before 
installation.

Fitting and Fixing Instructions
44mm Reversible French Doorsets - 
open in or out

2

Fitting and Fixing Instructions

Tools & Equipment Required

1. Spirit Level
2. Drill with Bits size 3mm, 4mm (wood)
3. Screw Driver
4. Measuring Tape
5. External Grade Silicon Sealant (x3 tubes)
6. Rawl Plugs & Suitable Masionery Drill bit.
7. External Grade Joinery Glue

Please Read 
Before Installation

The French doorset supplied is completely reversible, 
allowing you to choose whether you want the doors 
opening in or out (open in threshold supplied separately 
for the frame).

The assembly of the frame & threshold will decide 
whether the doors open in our out.

Product Sizes

French Doors
Frame Size

Brickwork Opening

1190 x 2090
1490 x 2090
1790 x 2090

1200 x 2100
1500 x 2100
1800 x 2100

Sidelight Frame Size

300 x 2090
450 x 2090
600 x 2090
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Fitting and Fixing Instructions

Frame Assembly

The doorset can open in or open out, this is determined 
by which side the head drip is fitted on to the head & 
which side the sill nosing is fitted.

the frame is supplied with cut outs for hinges and pre-
machined for the espagnolette and flush bolt keeps for 
ease of assembly.

Assemble the frame on a level surface.

Glue all comb joints with waterproof adhesive and screw 
through the joint with 5.0 x 90mm screws.

Check the frame is square and temporarily brace as 
necessary to ensure stability of the frame (See fig 1).

Glue and screw all joints.

Ensure the diagonal 
dimensions are equal

Jamb

Jamb

Head

Cill Nosing

Cill

Fig. 1

1
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Fitting and Fixing Instructions

Pack Contents

The Hardware per door set is as follows:

2 off (A) Vents

2off (B) Foam Grills

1off (C) Espagnolette

1off (D) Aluminium Threshold

6off (F) Butt Hinges

2off (G) Shootbolts (slave doors)

1off (I) Pair Handles

1off (J) Universal Timber Centre Keep

4off (K) Keep (Hook)

1off (L) Cylinder Lock / Keys

2off

10off Fixing Ties

Screws

4off 4.0 x 40 Threshold

24off 5.0 x 90 Frame

24off 4.0 x 40 Hinges

8off 5.0 x 60 Sidelight

11off 4.0 x 40 Keeps

12off 4.0 x 40 Lock

4off 4.0 x 40 Shoot bolts

4off 4.0 x 40 Vents

12off 4.0 x 40 Head/Sill plant

(D)
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Fitting and Fixing Instructions

Fitting Cill and Head Plant

Fitting and Fixing Instructions

Fitting Optional Sidelight

The French doorset can be either open in or open out.
Using 4.0 x 40 frame screws, fix the cill and head plant as 
detailed in Fig 2. Apply Glue liberally to the meeting faces 
of the sill nosing.

Using 4.0 x 40 vent screws fix in to the head as detailed 
in Fig 2a.

Screw in rain deflectors onto a bed of silicon seal.

Using 5.0 x 60 sidelight screw, fix these through the jamb where the pre-drilled holes for the hinges are located. Attach 
the sidelight as detailed in Fig 3.

Before coupling together, seal the end grain of both head and sills with suitable end grain sealant/joinery glue. A flexible 
sealant should then be used the full length of the joint, but with particular attention at the sill joint where the nose of the 
French doors butts up to the nose of the sidelight.

Vent cover

Apply external joinery 
glue liberally before 
screwing the nosing 

onto the cill

Screw on Rain 
Deflectors

Screw on Rain 
Deflectors

Apply external joinery 
glue liberally before 
screwing the nosing 

onto the cill

Vent cover

Fig. 3

2

3

Open Out

Fig. 2a

Open In

GlueGlue
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Fitting and Fixing Instructions

Preparing the Frame

letters in brackets refer to exploded drawing and 
checklist.

Prior to fitting the frame into the brickwork, fit the trickle 
vents (A) and grills (B) into the head of the frame.

The hinges should be fitted into the recesses in the jamb 
(see Fig. 4.) Hinges should be screwed into jamb using 
4.0 x 40 hinge screw.

Apply a bed of silicone seal along the cill before screwing 
the threshold down onto it.

Screw the aluminium threshold to the cill using 4.0 x 40 
threshold screws (See Fig 5)

Screw in the top and bottom keeps (K) (See Fig 6.) using 
4.0 x 40 keep screws.

Once fitted, seal along the ends of the threshold with 
silicon to prevent water ingress.

Fig. 4

Fig. 5

Fig. 6

Fix threshold down onto 
a full bed of silicon seal 
using the screws provided 
into the predrilled holes in 
the threshold

Seal ends of threshold 
where it meets the jamb 
using silicon seal to 
prevent moisture ingress

Open in
Open out

Silicon seal bed running full length of sill.

4
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Fitting and Fixing Instructions

Installing the Frame

Fitting and Fixing Instructions

Hanging the Doors

Fitting and Fixing Instructions

Fitting the Espagnolette locking system

Prior to installing the frame, check the building structure 
for a secure fixing position. This is due to the weight of 
the finished door set. then use a suitable fixing method 
(eg frame fixings/ties)

Fixing of the frame and fitting of any damproof course 
and bedding is the responsibility of the installer, and must 
be carried out as in normal building practice to prevent 
water penetration.

Jambs must be straight when fixed to brickwork.

Build-in or fit the frame into the masonry opening 
ensuring that the cill is level and diagonal measurements 
equal (See Fig 7.)
Check the squareness of the frame and that the jambs 
plumb.

Using the brickwork fixing screws, fix through the jambs 
as shown.

•Frame should be set in the reveal to such an extent that 
the sill overhangs the brickwork.

Use appropriate sealer to fill gaps between frame and 
brickwork on all sides.

The doors can be either left hand hung or right hand 
hung, this is determined by rotating the door 180º

Carefully offer doors up to the hinges that were fitted to 
the jambs in figure 4.

The doors need to be drilled to take the hinge flag, once 
in place screw into position using 4.0 x 40 hinge screw.

To fit the espagnolette, locate the centre of the lock (C) 
into the pre-machined mortice holes, using 4.0 x 40 lock 
screws, setting the hook bolts to the retracted position. 
Fig 8.

Ensure diagonal dimensions 
are equal when fitting frame 

into brick opening

Fig. 7

Fig. 8

Open out

Do not tamper with the two screws directly 
above the top hook as these hold the reverse 
gearbox to the Espagnolette.

5

6

7
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Fitting and Fixing Instructions

Fitting the lock keeps

Fitting and Fixing Instructions

Fixing the Finger Bolts

Fitting and Fixing Instructions

Fitting the handles and cylinder lock

Fix keep plates in to slave door stile using 4.0 x 40 keep 
screws.

4.0 x 40mm 
screws

4.
0 

x 
40

m
m

 
sc

re
w

s

4.
0 

x 
40

m
m

 s
cr

ew
sFix Finger bolts to the slave door stile using 4.0 x 40 

finger bolt screws.

Attach the keeps to the head and threshold securely 
fixing through the threshold and into the timber below.

.

Once the handing of the door is determined and therefore 
the top and bottom edges of the doors are established, 
additional holes need to be prepared through the central 
mortise as shown below. 

Fit Door handles (I) and cylinder lock (L) (See Fig 9.) and 
test lock system.

Failure to do these operations will cause the locking 
mechanism to fail, and the doors will become 
inoperable.

Close the doors and engage the locking system to check 
it’s operation.

Fig. 9

Top of door

Existing slot 
(spindle and top fixing of handle)

New slot (euro profile cylinder)

New hole 
(bottom fixing of handle)

Bottom of door

10

9

8
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Fitting and Fixing Instructions

Fitting Optional Astragals to create an 8 Light Effect

1. Measure the visible glass width & height of the door 
or sidelight. 

2. Divide the visible glass height by 4 & width by 
2. This will give you the centre positions of each 
astragal bar. 

3. The Bars are designed to be slightly shorter that the 
visible glass width & height once applied. 

4. Our recommendation is to create a paper template 
marking on all of the bar positions & attach it 
the back of the glass unit. Set out your stick  
on astragal bars on the template to make sure 
everything fits first. 

5. Carefully apply the bars to the front of the unit 
using the template on the rear to align each bar 
individually. 

6. Remove the template and then use the bars you 
have already applied to align the bars on the other 
side of the glass unit to give the perfect effect.

IMPORTANT

1. Do not peel off the backing tape of the stick on 
astragals and try to apply to the glass until you 
are absolutely ready. 

2. Once the adhesive strip is in contact with the 
glass it will not move so please take care before 
applying and make sure it is level. 

3. Make sure the glass is clean from dust and 
debris before apply the bars. 

4. You can use a fine mist water spray on the 
glass to allow some minor movement of the 
bars for perfect positioning. However, once 
dry and in position the bars will not move, so 
please ensure you take your time to apply them 
correctly for the perfect appearance. 

5. Please note that on 300mm and 450mm 
sidelights only 4 bars are supplied for horizontal 
positioning. This is due to the visible glass width 
being too narrow for applying vertical bars.

Timber

Glass
=

=

=

=

= =

11
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Fitting and Fixing Instructions

Guarantees and Product Maintenance

Prefinished Door Sets

All pre-finished NuVu door sets come with finish guarantees. However they must be well maintained and re-coated as 
and when necessary before the coating breaks down. Moisture must not be allowed to penetrate the timber during the 
life of the product. It is very important the finish on your NuVu door set is checked every six months for deterioration, 
and re-coated if necessary. This will maintain the decorative finish and ensure that no moisture enters the timber of the 
doors and frames during the life of the product giving long lasting performance. All our finish guarantees are offered in 
accordance with EN927/1-7.

Treating unfinished door sets
All our unfinished doorsets come with a 3 month guarantee subject to the following guidelines.

We recommend finishing unfinished NuVu door sets with a high build micro porous wood coating system. This should 
consist of one coat of base stain and two coats of top coat, in a wood or paint colour of your choice. After delivery, 
doorsets should be stored in a dry location, with doors stored flat, slightly raised from the ground to ensure adequate air 
circulation. They MUST be decorated as soon as possible after delivery.

All surfaces and edges of the door frames (even the back) must be coated with these three coats to adequately protect 
the timber and stop moisture getting in. The finish must be regularly maintained, to ensure moisture does not penetrate 
into the timber during the life of the product. All surfaces must be treated/sealed at the same time to prevent distortion 
from moisture imbalance.

Important
Unfinished sets must be decorated in accordance with British Standard code of practice BS 6150:1991 Painting of 
Buildings, and BS 8000 Part 12 1989 - BEFORE the door set is installed. Failure to do so will invalidate the guarantee. 
We do not recommend finishing with Danish Oil, Wax or any other finish other than a medium to high build micropourous 
wood finishing system.

Please note that the use of steel wool, or allowing steel or iron fragments to come into contact with the untreated oak 
timber or veneers may cause oxidisation resulting in black stain.

LPD accepts no responsibility for failure of product caused by inadequate or unsuitable decoration. All edges, corners, 
tops & bottoms of doors must be adequately decorated.

These are the minimum requirements and further finishing coats must be applied to the manufacturers’ recommendations 
to afford full protection.

Take care not to paint over any form of weather stripping, as this will adversely affect their performance.

Any surfaces subsequently cut, particularly those exposing end grains, must be brush coated with preservative and if 
required for paint finish must also be primed before the joinery is fixed in position in accordance with British Standards or 
Euro codes.

Standard insulating glass units must not be used in areas of high humidity, e.g. swimming pools or similar. They should 
also not be used within 300mm from a door or within 800mm of the floor.

The decorative finish applied to external joinery must be maintained in service and moisture must not be allowed to 
penetrate into the timber throughout its life.

Regular maintenance of the paint or stain finish of the frame is essential for the long-term performance of all the 
components of your patio doorset. The period between maintenance checks will vary depending on the type of paint 
or stain finish and also the local conditions for the site. External joinery products must be cleaned at a maximum of six 
monthly intervals using a mild non-abrasive cleaner and soft cloth. Both internal and exterior faces should be cleaned.
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Regular maintenance of the paint or stain finish of the frame is essential for the long-term performance of all the 
components of your patio doorset. The period between maintenance checks will vary depending on the type of paint 
or stain finish and also the local conditions for the site. External joinery products must be cleaned at a maximum of six 
monthly intervals using a mild non-abrasive cleaner and soft cloth. Both internal and exterior faces should be cleaned.
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Guarantees and Product Maintenance

Hardware Maintenance

Finished joinery is guaranteed against blistering, cracking, flaking or erosion excluding natural resin exudation and 
movement around knots.

Twice annually an inspection should be made and touching up carried out as necessary in areas of wear and tear
(for example, exposed areas of sills or where the paint film has been breached).

Guarantees to the finished product are also on condition that:

• No physical or chemical damage to the doorset or coating has occurred

• No repairs or alterations to the surrounding buildings have occurred which are detrimental to the joinery performance.

• No failure of the coating has occurred caused by failure of ancillary products, or glazing.

• No damage to the coatings has occurred prior to, or during, installation.

• No damage to the coating has occurred, caused by bad maintenance of the building or poor design of the building.

Make regular checks to ensure that any drainage
holes, channels and spaces are kept clear. Use a
soft flexible brush or pipe cleaner with care to
remove obstructions.

Hinges
Wipe down the visible surfaces with warm soapy
water on a soft rag and then rinse off by wiping with a
clean damp rag. Application of a thin film of a light
machine oil or one of the corrosion preventative
sprays will help to maintain the original lustre of the
metal finish. Be careful not to get these compounds
on the timberwork itself as they may cause staining.

Dropbolts
Spray application of a suitable lubricant to the sliding
pin inside the bolt and to the lock cylinder is
recommended. A tube attached to the nozzle will help
to concentrate the spray where you want it to go.
There are access holes or slots on all dropbolt
products so that this can be done without removing
the locks from the doors.

Handles
Refer to leaflet in box.

Frequency
The procedures mentioned above need to be carried
out as often as is necessary to prevent deterioration in
the installed environment, however we recommend
the following minimum frequency of application:
• General environments 6 monthly
• Marine and industrial environments 3 monthly
Regular maintenance is required to all hardware, even
stainless steel; otherwise the manufacturer’s warranty
may be voided.

Exceptional wear and tear of hardware through
extreme use is not covered.  LPD will accept
no responsibility for products cut down in size after
receipt, or when utility or structural strength is
impaired in fitting or application of hardware.

Hinges, aluminium rails and other hardware fitted
must never be painted, and must be kept clean and
lightly lubricated at all times. Use Vaseline or neutral
oil. Keep rivets and moving parts lightly lubricated.
Lubricate at least once a year, in coastal areas
and/or places with high pollution, clean and
lubricate more often.

The fitting instructions where supplied must be
followed and the assembly, fitting procedures
described must be strictly adhered to. Copies of
product fitting instructions are available for download 
from www.lpdnuvu.co.uk
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