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Components & fitting guide



Thank you for purchasing one of our Thruslide products, in this PDF we take you 
step by step on how to assemble and install your new product. We will also go 
through the list of tools required to do so.

All Thruslide door products are cut to size upon receipt of order and cannot be 
cancelled afterwards, they are classed as a bespoke item created and manufactured 
by DirectDoors.com to suit your chosen door dimensions. Please ensure you have a 
reliable joiner / builder to carry out the following works and ensure that they have a 
well ventilated area if cutting. 

TOOLS REQUIRED

Cordless Power Drill - Drill Bits

3mm Steel Drill Bit (this is required 
for pilot holes & aluminium track )

Router

Masonry Bit (only required if it’s not 
a timber stud wall you’re fixing to)



Tape Measure

Spirit Level

Hand Saw

Please note that the following materials are NOT  
supplied with the Thruframes:

Filler

Wall screw fixings and masonry plugs: 
these are very dependent on whether the 
wall is “stud” timber frame or brick etc., 
stud walls do not require masonry plugs

FILLER



TRACK AND DOOR ARRANGEMENT WITH FLOOR GUIDE



SLIDING DOORS SYSTEM FITTING 



FLOOR GUIDE

CONCEALED SOFT CLOSER KIT



FITTING INSTRUCTIONS FITTING INSTRUCTIONS 

1. PREPARING TRACK

2. TRACK FITTING (Track holes are not pre-drilled)



FITTING INSTRUCTIONS FITTING INSTRUCTIONS 

3. TRACK & BOTTOM GUIDE FITTING

4. SOFT CLOSER FITTING
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Install the roller and triggers Install the sliding track and bottom guide

Before the buffer roller assembly  
is installed into the track, 
the buffer slide buckle at both ends is in 
the open state.As shown in the picture

Install bracket and bottom track 

To adjust a
ccording 

actual door w
idth 

Hang the glass and tightening screw Put on cover and end cap

Installa
Door height=Door hole height -65mm

Trigger

Min door width :550MM

Finished

To adjust according 
actual door width

To adjust according 
actual door width

Premium Sliding Door Track Installation- Wooden Doors
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FITTING INSTRUCTIONS 

Slide the Soft 
Closer/Opener into 
the track before 
fixing track to lintol 
between frame legs.

Part of the bottom 
door guide may 
show (depending on 
the selected position 
of the guide) either 
when fully open or 
fully closed.



5. HANGER PLATES & DOOR CHANNEL FITTING

6. DOOR INSTALLATION 

FITTING INSTRUCTIONS 

Mark the proper position 
of the hanger plates on 
top of the door and fix 
them with screws.

Insert the bottom door 
channel.

Aluminium door channel 
requires drilling for fixing.

Insert the door and adjust 
the screws.

Ensure that the door is 
square, level and plumb.


