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ATV REAR DROP BASKET 
02-ATVRDB-001CR

Congratulations on your  purchase.

COPPER RIDGE stands for dependability, long-lasting 
quality and unmatched value, backed by the strongest 

satisfaction  guarantee in the business! 

WARNINGS 

 Read, study, and follow all instructions before attempting to use this device. Failure to follow instructions or to heed
warnings may result in personal injury and/or property damage.

 Never transport children or pets on or in this basket.

 The combined weight of the basket and its contents should never exceed the recommended weight limit of the factory
installed rack.

 Do not attach the basket where it will interfere with the safe operation of the ATV.

 Always secure all items in the baskets with a properly fitted cargo net or tie-downs before operating the vehicle.

 Securing items in the basket with bungee cords or rubber straps is NOT recommended as these may allow an item to
bounce resulting in injury if a cord or strap disengages or snaps.

 For safety reasons, do not load heavy items weighing more than 50 pounds beyond the end of the factory installed
rack.

 Make sure all bolts are tight before each use and periodically check for tightness as vibration may cause nuts to loosen
over time. This could lead to personal injury and/or property damage.

http://www.SportsmansGuide.com
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INSTRUCTIONS 
1. Examine the shipping box for damage.
2. Unpack all components and place on a clean surface.
3. Use the Assembly Diagram and the Parts List to verify that all components are present.
4. NOTE: Washers should be used under all bolt heads and under all lock nuts!
5. DO NOT TIGHTEN BOLTS until all components are assembled.
6. Attach the LEFT and RIGHT SIDE PANELS to the RACK BOTTOM using     m6 x 55mm hex head bolts. 
7. Attach the LEFT and RIGHT DROP SIDE PANELS using the m6 x 50mm socket head cap screws and supplied hex key.
8. Attach the DROP FRONT PANEL using the m6 x 50mm hex head bolts.
9. Attach the DROP BOTTOM PANEL using the m6 x 50mm hex head bolts.

10. Attach the TAIL GATE to the hinges using the m6 x 30mm hex head bolts.
11. Close and secure the tail gate with the 6mm quick clips.
12. NOTE: Make sure that the position of the basket will not interfere with any of the ATV controls!
13. NOTE: Check to insure that the MOUNTING BRACKET Bolts will not damage the existing ATV body molding!
14. Center the assembled drop basket on the existing rear ATV rack.
15. NOTE: Position the Rear Basket with the least amount of overhang off the existing rear ATV rack!
16. Locate 4 suitable mounting points on the existing rear ATV rack. These points should be near the 4 corners of the Rear

Basket and solidly attached to the ATV.
17. Secure each corner of the basket using 2 of the mounting brackets and the m6 x 80mm hex head bolts, washers, and lock

nuts.
18. DO NOT TIGHTEN BOLTS until all of the Mounting Brackets are in position.
19. NOTE: Check to insure that the bolts used on the MOUNTING BRACKETS will not damage the existing ATV body molding!

PARTS LIST—  (02-ATVRDB-001CR) 

ITEM # PART # DESCRIPTION QTY 

1 MK072-2100 RACK BOTTOM 1 

2 MK072-2200A LEFT SIDE PANEL 1 

3 MK072-2200B RIGHT SIDE PANEL 1 

4 MK072-2300 DROP BOTTOM PANEL 1 

5 MK072-2400 DROP FRONT PANEL 1 

6 MK072-2500A LEFT DROP SIDE PANEL 1 

7 MK072-2500B RIGHT DROP SIDE PANEL 1 

8 MK072-2600 TAIL GATE 1 

9 MK072-2001 MOUNTING BRACKET 8 

10 10060502B M6 x 50mm HEX HEAD BOLT 15 

11 41060002B M6 LOCK NUT 31 

12 HE032-2702 6mm QUICK CLIP 2 

13 91200022B 20mm PLUG 8 

14 20060505B M6 x 50mm SOCKET HEAD CAP SCREW 4 

15 30060002B M6 FLAT WASHER 62 

16 10060302B M6 x 30mm HEX HEAD BOLT 4 

17 10060802B M6 x 80mm HEX HEAD BOLT 8 

HE042-2701 ASSEMBLY WRENCH 2 

91050052B 5mm HEX KEY 1 
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