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PORTABLE GAS STOVE OWNERS MANUAL

CARBON MONOXIDE HAZARD
Using this appliance in an enclosed space may cause DEATH.  
Do not use in caravans, tents, marine craft, cars, mobile homes 
or similar locations.

Only use the hose assembly supplied with this appliance 
for connection to the cylinder - DO NOT USE ADAPTORS.

Do not use hoses with a length greater than 1500 mm.

Return to your place of purchase for spare parts, service 
and repair. 

This appliance must only be serviced by an authorised 
person.

This appliance must be operated away from any 
flammable material or surfaces and materials.

Always operate appliance a minimum of 600 mm from 
flammable materials, walls and 600mm from ceiling.

Ensure all packaging is removed prior to use.

Do not operate this appliance before reading  the 
instruction booklet.

Do not place articles on or against this appliance.

Do not store chemicals or flammable materials,  or spray 
aerosols near this appliance.

Do not operate with panels, covers or guards  removed 
from this appliance.

Do not operate in an enclosed area without ventilation.

Do not operate in a boat, caravan or tent.

  

Figure 1: O-Ring seals located inside the gas hose fittings. 





5

PORTABLE GAS STOVE OWNERS MANUAL

CONNECTION

Your stove is designed to connect directly onto a re-
fillable gas cylinder via a gas hose (available seperately) 
or non-refillable propane gas cannister 
(available seperately) 

Check that the gas controls are in the OFF position  
(turned fully clockwise). See figure 2.  

IF USING GAS HOSE TO REFILLABLE CYLINDER: Take the 
stove connector head of the hose and attach to the gas 
Regulator on the appliance, tighten up using fingers. See 
figure 3.

Attach the other end of the hose to the gas cylinder. 
See figure 4.

Turn the cylinder gas valve on in an anti-clockwise 
direction for one full turn and then check the connections 
for leaks with soapy water, if a leak is detected turn the 
cylinder gas valve OFF and retighten all connections then 
retest.

IF USING A NON REFILLABLE CARTIDGE: 
Screw the gas cartridge into the regulator attached to 
the stove.

Check for leaks with soapy water or leak detector spray 
at all connections before use.

 

OFF

Figure 3

Figure 4

Figure 2
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PORTABLE GAS STOVE OWNERS MANUAL

IMPORTANT INFORMATION FOR USE

During operation all surfaces will be extremely hot and 
should not be touched or handled.

 Take care that the primary air intakes, located on the 
burner tube of this appliance are not obstructed, or that 
air flow is restricted by placing items or other appliances 
close to or adjacent to the inlets.

 Do not attempt to move or relocate the appliance when 
it is operating, extinguish the burner and allow to cool, 
disengage the gas cylinder then move the appliance.

 This appliance is to be stored in a dry and well-
ventilated location free from direct sunlight. Do not store 
when still connected to the cylinder. 

Make sure that the cylinder is disconnected and is stored 
in a well ventilated area, out of the reach of children, 
free from direct sunlight, heat and ignition sources. If 
being stored indoors, ensure that the location complies 
with the standard AS/NZS 1596.

 Never leave appliance unattended when operating.  

Do not use a multiple appliances to heat a single utensil.

Only cooking vessels with a diameter of 20 cm are to be 
used with this appliance.

Do not use as a space heater.

Use as a cooking appliance only, not to be used as 
heater or modify for any other reason.

Avoid boil over and spills on to burners.

To check if gas remains in the cylinder, disconnect from 
the appliance and hold the cylinder in a vertical position 
then shake from side to side, if there is a sound or feel of 
liquid movement inside, the cylinder contains gas.



OFF
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PORTABLE GAS STOVE OWNERS MANUAL

ADJUSTING THE FLAME 

Turn the gas control in an anti-clockwise direction to 
achieve a higher flame and in the clockwise direction 
for a lower flame.

Note: When operating the appliance in windy conditions 
it is important to regularly check the burner to ensure 
that the flame has not been extinguished. If so turn the 
gas control off, allow residual gas to disperse. Relocate 
the appliance to a more sheltered position before 
attempting to reignite the burner.

TURNING THE APPLIANCE OFF

If the appliance is no longer to be used and to reduce the 
risk of blocked gas jets caused by excess gas being left 
in the hose, all remaining gas must be expelled from the 
hose assembly (if hose connection is being used).

Step 1. (If using hose to re-fillable cylinder 
connection) with the flame still operating, turn the 
valve on the gas cylinder in the clockwise direction 
until it is OFF. Allow the flame to burn down then 
extinguish once all remaining gas in the hose has 
been used.

Step 2. Turn the gas controls on the appliance 
clockwise to the OFF position (this is the only step if 
using non-refillable propane cannister connection).

OFF

OFF
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PORTABLE GAS STOVE OWNERS MANUAL

SPARE PARTS LIST

1 10000146 Trivet
2 10000147 Burner
3 10000148 Gas Jet
4 10000149 Control Knob
5 10000150 Foot
6 10000151 Gas Regulator Assembly



Distibuted in New Zealand by:
Gladiator Sports Ltd

y

 

Companion® is a registered trademark of
Primus Australia Pty Ltd

Designed & Imported by:
Adventure Trading Australia Pty Ltd
71 Charles Ulm Place,
Eagle Farm, QLD 4009
AUSTRALIA

Made in China

WARRANTY - For details see www.companionleisure.com.au/warrant


