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User Friendly

m Based on IEC61131-3 standard
software platform

m Support of real-time multitask

m Integrated visual programming
platform

m Modular programming

Strong Engine
CPU 600MHZ

RAM 256M
DOM 512M

High-speed

m Cycling scanning time within 1 ms

m X86 architecture

m Approx. 20pus for 1000 floating-
point calculation

4000

Max 4000 I/Os

Max. 16 locally extended I/O modules
(digital, analog, communication and
function modules) + 127 remote /O
modules

32 axes MC

Support of max. 32 axes motion
control via CANopen, including PTP,
multi-axis synchronization control,
electronic gear, electronic CAM, and
PT.

Brandnew User Experience

Mix of internet connection and
automation gives the customer a
new experience.




Suitable for small-to-medium machinery

IDEABOX mini

Remote I/O

IDEABOX mini realized the integration of industrial automation tech and IT.

High-level Automation System

CANopen

SOFTLINK
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Available on the

App Store

IDEABOX mini can easily realize applications via mobile internet.

Mix of internet connection and automation gives the customer a new experience.




Multiple choice for local & extended /O

High-speed backplane for any combinations of any modules

SOFTPRO Based on IEC61131-3 Standard Software Platform

SOFTPRO, based on IEC61131-3, can help engineers shorten the project development cycle.
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Support of multiple programming languages
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Reconfigurable




LED Lights

USB 2.0 high speed
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10/100Mbps Ethernet

Technical Data
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CANopen Interface

CPU

X86 600MHz

Communication Interface

RAM

256MB

onboard DDR2

Storage Devices

512MB (standard)

10/100Mbps Ethernet x2 /CANopen x1/RS232+RS485/ USB2.0

1/0O Modules

Digital, analog I/O and function modules

Display Mode

HMI

Temperature: 0°C-65°C  Humidity: 5%-90% No Condensation

Operating System

WinCE 5.0

Dimension

162x90x60mm (LxWxH )

Order Data

Order No.

Description

300 412-0CGO1

10/100Mbps Ethernetx2
16DI/8DO/8AI/2A0

CANopenx1/RS232+RS485/USB2.0x1

300 412-0CG02

10/100Mbps Ethernetx2
24DI1/24DO

CANopenx1/RS232+RS485/USB2.0x1

300 412-0CG03

10/100Mbps Ethernetx2
16DI/14DO/8AI/4A0

CANopenx1/RS232+RS485/USB2.0x1

300 412-1CGO1

10/100Mbps Ethernetx2
16DI/8DO/8AI/2A0

CANopenx1/RS232+RS485/USB2.0x1
integrated 32 axes motion control function

300 412-1CG02

10/100Mbps Ethernetx2
24D1/24DO

CANopenx1/RS232+RS485/USB2.0x1
integrated 32 axes motion control function

300 412-1CG03

10/100Mbps Ethernetx2
16DI/14DO/8AI/4A0

CANopenx1/RS232+RS485/USB2.0x1
integrated 32 axes motion control function




Headquarters
SOFTLINK Automation System Co., Ltd.

6th Floor, Huiheng Building, Hi-tech
South 7th Rd., Hi-tech Park, Nanshan
Dist., Shenzhen, 518057 China.

Tel: +86-755-2533 6812/13/15
Fax: +86-755-2533 3788

Shanghai Office

Room 1005-1007, Xinye Block,

No. 388, Tianlin Road, Shanghai, China.
Tel: +86-21-5426 0095/6005

Fax: +86-21-5426 0095-8003

Beijing Office

Room 2707, Eastern International Building
NO.1, Ciyun Si Yard NO.1, Chaoyang Dist,
Beijing, China.

Tel: +86-10-6600 2052/2032 SOFTLINK

Fax: +86-10-6600 2100

Website: www.softlink.cn E-mail: info@softlink.cn

SOFTLINK, IDEABOX, SOFTPRO is a registered trademark of SOFTLINK Automation System Co., Ltd.
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