
SPMWG6 
6.0 MIL Flexible White 
Wall Graphic Vinyl
Supersize your advertising and promotional displays with 
Mojave Wall Graphics media solutions for offset, digital and 
screen printing applications.  

A flexible vinyl film coated with a specially formulated ultra 
removable and reusable micro-sphere, low tack adhesive, 
Wall Graphics can be saved and reused when reapplied to the 
release liner.  

Wall Graphics should be applied to clean walls with smooth 
surfaces such as painted walls and most types of wallpaper.

Additionally,  Wall Graphics can be top coated for improved 
ink adhesion for all traditional printing methods. 

It is removable for up to two years.

RECOMMENDED APPLICATIONS 

Enhanced for use with  
Eco-Solvent, Solvent and  
UV-Flatbed inkjet printers.

Ultra removable and reusable 
adhesive for decal applications 
requiring easy removal from clean, 
painted walls with smooth surfaces.

Three caliper thicknesses —  
4.0, 6.0 and 8.0 mil — ensures 
maximum compatibility for any 
indoor application.



CONSTRUCT ION

Face Film 6.0 Mil

Adhesive Ultra Removable

Release Liner 90# Stayflat

SPEC IF ICAT IONS

Interior Durability Two (2) years interior.

Print Methods Screen, and digital printing processes 
and can be top coated for improved ink 
adhesion for such printing methods as 
Offset, UV, Litho and Flexographic. Leave 
¼” bleed.

Minimum Surface/
Ambient Air Application 
Temperature

+60º F. For lower application temperature 
requirements, call you Mojave 
representative about other specialty 
adhesives

Service Temperature 
Range

65º F  to 110º F

Adhesion 8 – 10 oz. / in.

Typical Film Caliper  
(w/Adhesive)

6.1 – 6.5 Mils. With Adhesive

Chemical Resistance Good for most petroleum solvents and 
lower aliphatic alcohols.

Water Resistance Excellent.

Shelf Life One year when stored at 70º F and 50% 
relative humidity.

Available Sizes SPMSWG65410N 54” X 10 FT

SPMWG65425N 54” X 25 YDS

SPMWG65450N 54” X 50 YDS

SPMWG66025N 60” X 25 YDS

SPMWG66050N 60” X 50 YDS

The above information on physical and chemical characteristics is based upon tests believed to be reliable. The 
values are intended only as a source of information. They are given without guarantee and do not constitute a 
warranty. The purchaser should independently determine, prior to use, the suitability of this material for his/her 
specific purpose. (Data represents averages and is not intended for use as a specification.)
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Toll-Free: 800-388-1161 
Phone: 818-878-9070
Fax: 818-878-9072
E-Mail: info@gmintl.com

Toll-Free: (800) 333-3136
Phone: (818) 880-8060
Fax: (818) 880-1144

Atlanta Sales: (800) 922-5880
Chicago Sales: (800) 766-4939

E-mail: info@catalinagraphicfilms.com

Corporate Headquarters

27001 Agoura Road
Calabasas Hills
California 91301
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Top Tips & Tricks
1. Apply vinyl to clean, smooth, non-porous surfaces. 

2. Vinyl films should be at room temperature prior  
to printing 

3. To prevent edge curl, cut a ¼” border around  
eco-solvent or solvent inkjet printed images. Cutting 
into the printed graphic can cause edge curl as well. 
Heavy concentrations of ink, especially eco-solvent 
inks, can and will contribute to shrinking and 
curling of vinyls. 

4. Always test vinyl with your ink system for 
compatibility prior to production. 

5. Use lower heat settings to prevent tunneling and 
edge curling. The use of high temperatures during 
heating process to cure inks can cause films to 
expand and contract on release liners. 

6. Humidity and temperature control are critical!  
Make sure the vinyl is at room temperature  
(70ºf / 21ºc) prior to printing. 

Application Instructions
1. Clean the surface thoroughly and allow plenty of dry 

time. Do not use chemical cleaners!

2. If your supplier sent the material rolled up, please 
lay the sheets out and allow one (1) day for them to 
flatten out.

3. Start at the top edge and work towards the bottom.

4. If repositioning is necessary, please remove gently to 
reapply.

5. After it is in proper position, squeegee out bubbles by 
working from center of graphic outward.

6. Wipe entire graphic with soft, dry cloth to remove 
and dust or residue from application process.
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