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Mini Wall Pack

Specification

Model No. SNC-MWP03-30W
Dimension 8.58"x 5.78"x 3"
Color Temperature 5000 K

CRI >80

Lumen 3550-3900 LM
Lumen Efficiency 120-130 LM/W
Input Power 30W

Viewing Angle 100°

Input Voltage 100-277V  50/60Hz
PF >0.9

LED Type SMD 2835 (0.5W)
LED QTY 80 Pcs

Housing Aluminium
Housing Color Brown

Optional Accessory With Photocell

PF >0.9

Operating Temperature

20C (-4°F ) —45C ( 113°F )

Operating Humidity

20% - 90% RH

Storage Temperature

-30C (-22°F ) —80C( 176°F)

Storage Humidity 10% - 95% RH
Application Indoor/ Outdoor
Certification ETL, cETL
Warranty Time 5 Years

Features

- ETL cETL DLC certificate

- Internal driver

- Input voltage: 100-277V
-No UV or IR in the beam

- Easy to install & operate

- Energy saving, long lifespan
- Instant start, No humming

- Green and eco-friendly
without mercury

Application

- Enfrance lighting, Courtyard lighting
- Industrial lighting,
Outdoor landscape lighting
- Building, The hotel
- Wall lighting area and so on
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Light Distribution Testing Parameters

DATA OF LAMP PHOTOMETRIC DATA Eff: 135.75 lm/W
MODEL Tmax (ed) 1353 5/MH (CO /180) 1.16
HOMINMAL POWER(W) | 30 LOR (%) 100.0 S/ME(CS0/270) R e |
BATED VOLTAGE(V) | 120 TOTAL FLUX (1m) 3916.1 n UP,DN (CO-180) 9.4,62.1
NOMINAL FLUX(lm) | 3916.10 CIE CLASS SEMI-D. | n UP,DN(C180-360) 1.9,26.5
LAMPS INSIDE 1 n up (%) 11.4 CIBSE SHR NOM 1.00
TEST VOLTAGE (V) 120.0 n down (%) 88. 6 CIBSE SHR MBX 1.15

Flux out:1792 Im

im 462 .4,12991x

Zm | 115.6,328.71x f‘ I| 440.540m

3m | 51.38,144.31x 660.81em

28.50,81.181x

18.50,51.951x

12.64,36.001x

6.437,26.511x

7.225,20,291x

5.709,16.041x

2202.65cm

o
AVERAGE BEAM MGLE(S50%) :100.2 DEG 4.624,12.991x

Beight Bavy, Emax Angle:35,52deg Diameter

Hote:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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