
Perfect for Rooftops

7888H

Features:
 n Evenly distribute water on your roof

 n 5m spray radius at 276kPa

 n High quality brass fittings included

 n Silicon feet for increased grip

 n Replaceable head for different sprinkler types

 n Daisy-chain multiple sprinklers 
for optimal coverage

 n Large droplets to limit wind gusts effects
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7888H Flow Rate
 
Water Pressure

 
L/min

 
15psi (103kPa)

 
10.5

 
30psi (207kPa)

 
13.3

 
40psi (275kPa)

 
14

 
45psi (310kPa)

 
14.8

 
60psi (412kPa)

 
17.6

 
75psi (517kPa)

 
18.9

 
90psi (620kPa)

 
20.7

 
105psi (723kPa)

 
22.5

 
120psi (827kPa)

 
23.4

 

7888H Coverage
 
Water Pressure

 
Spray Radius

 
15psi (103kPa)

 
4.5m

 
30psi (207kPa)

 
4.9m

 
40psi (275kPa)

 
5m

 
45psi (310kPa)

 
5.5m

 
60psi (412kPa)

 
6m

 
75psi (517kPa)

 
6.5m

 
90psi (620kPa)

 
6.75m

 
105psi (723kPa)

 
6m

 
120psi (827kPa)

 
6m
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