
 

 

 

FLUSH MOUNT HOCKEY PUCK INSTALLATION INSTRUCTIONS 

The flush mount light fixture comes with their own wiring, and are connected to the wires of the 

circuit with a wire nut.  These connections are housed within either a plastic or metal junction box 

recessed into the ceiling or wall and can be hidden by an existing fixture or canopy plate. Replacing a 

fixture principally involves undoing the old wiring connection and forming a new one just like this one. 

1. Shut off the circuit (Located at the fuse box). 

2.  Remove the center fixture by squeezing the top clips.  You 

will not need this for the installation of the Puck Light 

fixture. 

3. Take off or unscrew the ornamental plate canopy that 

covers the junction box, and the fixture from the junction 

box if it has a second set of screws. The fixture will sag away from the junction.  You may need 

an assistant to hold it while you proceed. 

4. If the wires are spliced with wire nuts, unscrew them 

counterclockwise.  If the wires are spliced with pigtails, snip them 

off with wire cutter pliers unless the old splice is tight against the 

junction.  In this case unwind the electrician’s tape, then untwist 

the wires. 

5. If you have snipped off the old splice, strip half an inch of 

insulation off the circuit wires without nicking the inside wire. 

6. You may need to trim the wiring (black and white wires) that come 

down from inside the ceiling.  No splice should ever be made outside a junction, nor should the 

junction be full of tangled wires. A completed installation should have about as much play in 

the wire as the sketch shows. 

7. You may need to trim the blue and white wires that are coming from the puck light fixture. If so 

then strip the insulation from the ends of the hockey puck light fixture to match the circuit 

wires.  One half inch is enough. 

8. From the spices (again having an assistant hold the fixture) Match the blue/black wires and the 

white/white wires by code. 

9. Move the hockey puck light fixture into position and secure it with the three screws that come 

with the kit. 

10. Turn back on the circuit located at the fuse box. 

11. If you have any questions, please go to http://ultimatehockeyfans.com to watch the 

installation video or call 888-NHL-FAN (888-645-3261) 

http://ultimatehockeyfans.com/

