
 

 

 

 

 

 

 

 

 

 

 

 

3-STAGE HEPA AIR CLEANER, 

DUCT/WALL MOUNT 

HOW IT WORKS 

1. Air enters the air cleaner and passes through the Merv-11 Prefilter which captures dust, lint, and larger particles. 

2. The airflow then continues to the Carbon Prefilter further captures particles and removes odors. 

3. The HEPA Media Filter then removes particles down to 0.3 micron. 

SPECIFICATIONS 

Variable Speed Control Up to 320 cfm 

Input Voltage 120v / 60 Hz 

Intake/Discharge 8in Dia 

Power Cord 9 ft 

Unit Weight 38 lbs 

Cabinet Dimensions (inches) L-12.75 x W-16.25 x H-20.13 

HEPA Media 40 sq ft 

 

 

MODEL: CQAHEPADM400W 

 

REPLACEMENT 
PART DESCRIPTION REPLACE 

DMH4-0855 Merv-11 Prefilter Every 2-6 months 

DMH4-0810 Carbon Prefilter Every 2-6 months 

DMH4-0400 HEPA Media Filter Every 2-3 yrs 

DMH4-1005-WHT 8in Grille Kit (screws incl) N/A 

*Replacement recommendations are based on normal usage and 
environment; equipment operator should adjust replacement schedule 
based on own application  
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