
 
 

INSTALLATION INSTRUCTIONS FOR HIGH VOLUME CARBON FIBER AIR TUBES 
FOR MERCEDES AMG E55 & CLS55 MODELS  

 

Please take the time to fully read over these instructions before attempting to install the kit. This will greatly 
speed up the installation process and minimize any difficulties you may encounter.  

 

Tools Required: 
- Flat Headed Screwdriver 
- Vaseline or Dielectric Grease Lubricant 
 

Kit includes: 
2 – Carbon fiber inlet tubes (one right and one left) 
2 – Ribbed rubber couplers  
4 – Hose clamps 
 
Step 1: 
Remove the factory inlet tubes that lead to the airboxes. This is best done by pulling the tubes off of the 
round airbox inlets and then by pulling them out of their fixing points on either side of the radiator. Remove 
the tubes one at a time and note that there are no fasteners holding them in place.  
 
Take note of where the tubes attach to the sides of the radiator. You will need to know this location 
later. 

 
Step 2: 
The factory airboxes are fixed to the engine by four rubber mounts (two per side). Grab each airbox 
individually and pull on them upwards to separate the airbox from the top of the engine. Once again, no tools 
are required. 
 
Step 3:  
Doing one side at a time, slip the included ribbed rubber couplers over the round inlet of the factory airbox. 
Do not tighten the hose clamps at this time.  
 
Step 4:  
Using Vaseline or Dielectric Grease, lubricate the inside of the oblong opening of each carbon tube. This 
side will clip into the mounting points noted in Step 1. At this time also note the differences between the left 
side and right side inlet tubes (larger opening on passenger ‘right’ side) 

 
Step 5:  
Installing one side at a time firmly grasp the carbon tube and clip them into place on either side of the 
radiator. The fit is tight however there will be a very distinctive ‘click’ when it fits properly into place. Be sure 
that the tube is properly installed or it will come loose while driving.  

 
Step 6: 
With the carbon tubes in place fit the open end of the ribbed coupler (installed in Step 3) over the carbon 
tube while at the same time clipping the factory airbox back into place. 
 
Step 7:  
Make sure that the rubber couplers are slipped well over the carbon tube and tighten the hose clamps using 
a flat-headed screwdriver. 

 


