W G9 5.0W COB

EmeryAllen I/_® 3A”
SPECIFICATIONS &
TECHNICAL DATA — ]

The 120V EmeryAllen G9 COB (Chip On
Board) retrofit lamp is an energy efficient ‘I 3A”
alternative to incandescent G9 base lamps.
It offers similar light output to a 120V, 60W 2 1/2"

incandescent (500Im) and is suitable for use e
in most 120V G9 fixtures.

Base Type G9
Material Ceramic + PC L ‘ |
Input Voltage 100-130V AC
SPECTRAL
Wattage 5.0 DISTRIBUTION

CRI 90+
Brightness 500 lumens
Lumens/Watt 100
Color Temperature  2700K, 3000K, 4000K
R9 52
R13 96
Halogen Equivalent 60W
Beam Angle 360 degrees

380 420 460 500 540 580 620 660 700 740 780

Life 25,000 hours M
Warranty Limited Lifetime*

CRI VALUES
Available Models: R1-R15

e EA-G9-5.0W-COB-279F-D  (2700K)
e EA-G9-5.0W-COB-309F-D  (3000K)
® EA-G9-5.0W-COB-409F-D  (4000K)

Dimming: i &
Dimmable with most incandescent and LED i
dimmers.
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€ Visreo®Us DIMMER COMPATIBLE
DAMP LOCATION & Rl R2 R3 R4 RS R6 R7 R8 R9 R10 R11R12 R13R14 R15

120V ENCLOSED FIXTURE 94 99 94 90 94 95 88 79 52 99 92 81 96 97 89

SERIES © 2022 EmeryAllen, LLC. All Rights Reserved, Patent Pending
Please review complete warranty information at www.EmeryAllen.com
*Images/Information subject to change. Images not to scale.
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