
The Brighter Choice

ARCADIA INDUSTRIAL 
CEILING LIGHT 
with 2x A19 LED BULBS
This 11” diameter steel caged ceiling fixture has two E26 sockets 
and features a Glossy White finish. It also includes 2x dimmable 
A19 LED Filament Bulbs in 2700K for warm white light in any resi-
dential or commercial application.

The Curves indicate the illuminated area and 
the average illumination when the luminaire is 
at different distances.
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NOTE:

CL_A01W-27K-#PK          

Diameter
10.98” 

Height
3.74”

Voltage

Dimmable

Frequency

Power Factor

-40°F to 104°F

Yes

Steel

5 years

2.41lbs

120V

Fixture accepts dimmable bulbs

60Hz

0.7

Housing

Warranty

Weight

Operating Temperature

Suitable for Damp Locations Ingress

ENVIRONMENT

CONSTRUCTION

MODELS

FIXTURE SPECIFICATIONS

BULB LIGHT DISTRIBUTION ANGLE

BULB SPECIFICATIONS

BULB CERTIFICATIONS

-40°F to 104°F

Yes

Glass

0.08lbs

15,000+

>35,000

Voltage

Wattage

Current

Power Factor

120V

8W

0.115A

0.7

Housing

Weight

Average Life (Hours)

Switching Time

Operating Temperature

Suitable for Wet Locations Ingress

ENVIRONMENT

CONSTRUCTION

LIFESPAN

LIFESPAN

LIGHTING PERFORMANCE
Lumens

Equivalency

Efficiency (lm/w)

Color Temperature

Color Rendering Index (CRI)

Beam Angle

Dimmable

60Hz

800

60W

94.1

2700K

72

300°

Yes

Frequency

FIXTURE CERTIFICATIONS


