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B11LED CANDELABRA
BULB, DUSK TO DAWN

Enhance your outdoor lighting with the decorative and versatile
B11 LED Candelabra Bulb, Dusk to Dawn. Light automatically
turns on when included photocell detects no light and off again
when light is detected. Damp Rated bulb is ideal for wall sconces
and other fixtures that accept an E12 base.

MODELS

B11_CD2D-5W-27K-#PK B11_CD2D-5W-3K-#PK
B11_CD2D-5W-4K-#PK  B11_CD2D-5W-5K-#PK
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NOTE: The curves indicate the illuminated area and the average illumination at different distances.
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SPECIFICATIONS
Voltage 120V
Wattage 5w
Current 0.065A
Power Factor 0.70
LIGHTING PERFORMANCE
Lumens 500 Im
Equivalency 40W
Frequency 60 Hz
Color Rendering Index 90
Beam Angle 300°
Dimmable No
Efficiency 100 Im/w
Color Temperature 2700K/3000K/
4000K/5000K
ENVIRONMENT
Operating Temperature 4°F-104°F
Moisture Rating Damp
CONSTRUCTION
Housing Material Glass
Weight 0.05 Ibs
LIFETIME
Average Lifetime 15,000+ hrs
Warranty 5 Years



