
Voltage

Lumens

Equivalency

Color Temperature

Color Rendering Index (CRI)

Beam Angle

Average Lifetime

Operating Temperature

Housing Material

Weight

Dimmable

Switching Time

Moisture Rating

Efficacy (lm/w)

Warranty

Frequency

Wattage

Current

Power Factor

120

16

0.14A

0.7

1600

100W

2700K-6000K

80

110°

Yes

100

120Hz

-4°F to 104°F

Damp

Aluminum + PC

0.2 lbs

10,000+ hrs

>10,000

5 Years

LIGHTING PERFORMANCE

ENVIRONMENT

CONSTRUCTION

LIFETIME

LIGHT DISTRIBUTION ANGLE

CERTIFICATIONS

SPECIFICATIONS

BR30 (1600 LUMEN)
LED BULB
This dimmable flood light comes with a medium E26 base and fits 
in 5” or 6” recessed cans. Its wide beam angle and high lumen count 
eliminate harsh shadows and help to fill large areas with bright, 
diffused light.

BR30_16W-27K-#PK

BR30_16W-5K-#PK

BR30_16W-3K-#PK

BR30_16W-6K-#PK

BR30_16W-4K-#PK

MODELS

SPECTRUM DISTRIBUTION

3.7”
Diameter

5.1”
Height

E26
Base

SPECTRUM

WAVELENGTH (nm)


