
INSTALLATION 

Step 1 
• The panels are installed vertically only, from left to right. 

Step 2
• Determine where you wish to place your first panel.  

We recommend starting in a corner if you plan on covering the entire wall.  
• Let the top of the panel overlap the ceiling by about 2 cm (1 in.) to avoid any 

gaps between the panel and ceiling if the line of your ceiling is uneven.
• With a measuring tape, measure the width of the panel and make marks  

on the wall to guide you.
• Use a level to draw a straight line and make sure that the first panel will be 

perfectly aligned.
• To install the panel, peel about 30 cm (12 in.) off the top of the backing and 

stick the panel to the wall. Before peeling the rest of the backing, take a step 
back to make sure that the panel is properly positioned.

• Carefully remove the backing at a 45-degree angle, sticking the panel as you 
go. Be careful that the panel does not fold over on itself.

• Using a plastic scraper, smooth the panel to prevent air bubbles from forming. 
It is important to apply sufficient pressure with the squeegee to activate the 
adhesive during installation. Lack of pressure could cause the wallpaper panel 
to peel off. However, you should not overdo it to avoid damaging the print.

• It is best to have two people present to position the next panel. 
• Peel about 30 cm (12 in.) off the top of the backing. Have one person align the 

top of the panel with the previous panel while the second person ensures the 
bottom of the panel is aligned. Once it is properly positioned, you can stick the 
top of the panel to the wall.

• Repeat the process with the remaining panels. 
• Using an X-ACTO knife, cut the portion of the panel overlapping the ceiling and 

baseboard. Follow the natural line of the ceiling while cutting.
• Admire your work!

KEEP IN MIND 

All panels are identical.
However, it is essential to install them  
following the direction displayed at the  
bottom of each panel.  
An arrow will guide you.

Total area covered: 
Each strip is 61 cm (24”) wide, while the 
height varies depending on your order.

BEFORE YOU START  

Materials required
• Clean cloth 
• X-ACTO precision knife
• Level 
• Measuring tape 
• Rubber scraper
• Cutting guide  

(metal framing square or ruler)

Wall preparation 
• Make sure the surface is perfectly  

smooth by repairing any holes and  
bumps with plaster. Let dry and sand. 

• Apply a primer to the plaster,  
then a high- or semi-gloss paint to the 
surface to be covered. Do not install the 
panels on plaster or a primer.

• Please allow 30 days to dry  before  
putting up the panels.  If you cannot 
wait 30 days, apply a clear wall size 
(Shieldz) and follow the manufacturer’s 
instructions. 

• Certain ultra-washable paints may 
contain products that reduce the 
wallpaper’s adhesiveness. In this case, 
use a clear wall size (Shieldz) and follow 
the manufacturer’s instructions.

• Just before installation, wipe the surface 
with a damp cloth (without using any 
cleaning agents that could hinder  
adhesion) and let dry.

** If a bubble re-appears over the next day or two, pressing and lightly  
rubbing can remove it. This can happen occasionally if oil, dirt, or dust is 
on your surface. Use a sewing pin to pop the bubble, and then smooth 
it out with your fingers in a circular motion. In the very rare instance that 
bubbles keep re-appearing, you may want to move your wallpaper to 
another area as there is something preventing the adhesive from sticking. 
If bubbles appear, it is usually because the wall has not been coated with 
a gloss or semi-gloss paint that has dried over a period time of 30 days, 
insufficient pressure was applied during installation or cleaning chemicals 
have been used.

INSTRUCTIONS

Removable self-adhesive wallpaper 
A removable and easy-to-install solution

SHARE  YOUR  DECOR  WITH  US...

@stationd.co




