
INSTALLATION 

Step 1 
• Lay out all the panels in order before you begin (check the number at the bottom).
• The panels are installed vertically only. 

Step 2
• Determine where you wish to place your first panel. We recommend starting in a 

corner if you plan on covering the entire wall. The wallpaper is installed from left 
to right.

• With a measuring tape, measure the width of the panel and make marks on the 
wall to guide you. 

• Use a level to draw a straight line and make sure that the first panel will be  
perfectly aligned.

Step 3
• Place the tray filled with water against the wall.
• Roll up the first panel starting at the bottom, with the design on the inside  

(pre-pasted backing facing out).
• Immerse the panel in the tray and wait 15 seconds. 
• Remove the panel from the tray very slowly and apply it directly to the wall, 

aligning the right side with the vertical line drawn earlier.
• Let the top of the panel overlap the ceiling by about 2.54 cm (1 in.) to avoid any 

gaps between the panel and ceiling if the line of your ceiling is uneven. 
• Adjust the panel with your hands from the centre to the sides and pass your 

hand over the joint from top to bottom in a back-and-forth motion, without 
applying pressure. 

• Gently smooth out the panel with a sponge smoother, working diagonally  
from the centre to the sides to eliminate air bubbles. Avoid smoothing out too 
vigorously so that you do not move the adhesive on the back.

• Temporarily leave any overlap against the adjacent wall on the left (if the panel 
is wider than your wall). If small air bubbles appear after the installation, don’t 
worry: they will quickly disappear.

• For the first two minutes, you can easily shift the panel by placing your hands 
on it flat. After that, feel free to unstick the panel and replace it if you have diffi-
culty aligning it.

Step 4
• Using an X-ACTO knife, cut the portion of the panel overlapping the ceiling 

and baseboard. Make sure that you change the blade often to avoid tearing 
the wallpaper. Use a metal framing square or ruler as a cutting guide. For the 
excess on top, place the X-ACTO knife above the guide; at the bottom, place it 
below the guide. Cut the excess overlapping the adjacent wall by applying the 
guide against the corner and sliding the X-ACTO knife from top to bottom.

Step 5
• Repeat the process with the remaining panels.
• After applying a subsequent panel, return to the previous panel and wipe down 

the joint with a damp cloth, without applying pressure, to remove any excess 
adhesive. Make sure each panel is still level once it has been installed.

 Important: The panels are designed to overlap by 0.5 cm (¼ in.).
• Caution: If you damage a strip of wallpaper during installation, it is important to 

keep a sample. This piece will help us match the colours when you purchase a 
replacement strip.

INSTRUCTIONS

PRE-PASTED WALLPAPER 

KEEP IN MIND 

Each wallpaper panel is  
numbered at the bottom and 
must be installed in order from 
left to right.

Total area covered: 
Each strip is  54 cm (21,22 po)  
wide, while the height varies  
depending on your order.

BEFORE YOU START 

Materials required
• Clean cloth 
• Water tray
• X-ACTO precision knife
• Level 
• Measuring tape
• Sponge smoother  

(instead of a plastic one)
• Cutting guide  

(metal framing square  
or ruler)

Wall preparation 
• Make sure the surface  

is perfectly smooth by  
repairing any holes and 
bumps with plaster.  
Let dry and sand. 

• Apply a primer to the  
plaster, then a high- or  
semi-gloss paint to the  
surface to be covered.  
Do not install vinyl panels 
or decals on plaster or a 
primer.

• Let dry for 30 days before 
applying the vinyl panels  
or decals. 

• Just before installation,  
wipe the surface with a 
damp cloth (minus any 
cleaning agents that  
could hinder adhesion)  
and let dry.

A  practical  solution  that  makes  redecorating  easy 

SHARE  YOUR  DECOR  WITH  US...
@stationd.co




