
3195 Vickery Rd. North Syracuse NY 13212 | (315) 699 4400 | Unimar.com

Lightingguide_typeEF_whitelights_Part#170517

Type E †   and Type F †  - White Lights for 
Day/Red Lights for Night

FAA Configurations

E-1E-2F-3F-4F-5F-6

 

1751' – 2200' **

1401' – 1750' **

1051' – 1400' **

701' – 1050' **

351' – 700' *

200' – 350' *

2 or more L-810 lights configured
to flash in sync with L-864

One-half but not 
lower than 200 '

L-864/L-865 Flashing Dual Red/White Light 
(L-864 configured to flash at a rate of 30 fpm)

L-864/L-856 Dual Flashing Light

L-810 Obstruction Light
(configured to flash in sync with L-864)

(3 flash heads per level for 360˚ coverage)

CONFIGURATION KEY

†This illustration is meant to be used as a guideline only. Please refer to FAA advisory circular 70/7460-1L.
*Including any appurtenance.   **Excluding appurtenance.

FAA DUAL LIGHTING GUIDELINES

System Part #: 
TA-F4-R12-1-N4-SYS
Avian System Part #: 

TA-F4-0-1-N4-AV-SYS

System Part #: 
TA-F3-R9-1-N4-SYS
Avian System Part #: 

TA-F3-0-1-N4-AV-SYS

System Part #: 
DLS1-008SP-R-A-E2-SYS

Avian System Part #: 
AVIAN-DLS1-008SP-E2-AV-SYS

System Part #: 
DLS1-008SPR-A-SYS

Avian System Part #: 
AVIAN-DLS1-008SPR-A-AV-SYS

System Part #: 
TA-F5-R15-1-N4-SYS
Avian System Part #: 

TA-F5-0-1-N4-AV-SYS

System Part #: 
TA-F6-R18-1-N4-SYS
Avian System Part #: 

TA-F6-0-1-N4-AV-SYS


