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1/16" LEAD 
U.O.N.

X-RAY ROOM SIDECONTROL ROOM SIDE

FASTEN / INSTALL WITH
PAN HEAD OR WAFER HEAD
SELF TAPPING / SELF DRILLING 
TEK SCREWS 
APPROX. 12" ON CENTER
OR 4 TOTAL  ( MIN )

16 GA JETCOAT GALVANIZED
STEEL FRAME ( GREY PRIMER FINISH )

8" MAX

 4 1/4" MIN. 

WALL LEAD

1/16" LEAD LINING U.O.N.

X-RAY LEAD GLASS

INNER FRAME TELESCOPES
TO FIT WALLS FROM 4 1/4" TO 8"

LEAD GLASS SIZE

X

ROUGH WALL OPENING

X

HOLE IN WALL

CONFIDENTIAL PROPRIETARY DESIGN

( ARCHITECTURAL VIEW )

TELESCOPING X-RAY WINDOW FRAME DETAIL

FRAME IS INSTALLED  AFTER  YOUR DRYWALL AND LEAD BACKED DRYWALL

JOB NAME:

ADRESS: 

DRAWING SCALE:

3" = 1' - 0"

DRAWING NAME:

TELESCOPING X-RAY 
WINDOW FRAME DETAIL

PREPARED :

GLASS SIZE = ORDER SIZE
FRAME O.D. X-RAY SIZE = ORDER SIZE PLUS 3"
FRAME O.D. CONTROL SIDE = ORDER SIZE PLUS 4 ½"
R.O. = ORDER SIZE PLUS 1"
CLEAR VIEW = ORDER SIZE MINUS 1 ½"

ROUGH OPENING SIZE

LEAD GLASS SIZE
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