
Windscreen Spigot Clamp 
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AVAILABLE FINISHES:

Windscreen Clamp System  

Glass Requirements:
- 1/2” (10mm) Tempered Glass

- 9/16” (13.52mm) Laminated Tempered Glass.
           (1/4” Glass + 0.060” sgp + 1/4” Glass) 

Specifications: 

- Material: Stainless Steel 316” 
-Concrete anchors and gaskets included
-Glass Fabrication: One 3/4” (19mm) Diameter Hole.

Cares: 
-Can be cleaned with water and a soft cloth
-Use of harsh or abrasive cleaners may harm finish 
and will void the warranty.
-Do not use power tools when installing or spray 
lubricant on this hinges.
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Frameless Glass Windscreen Clamp Systems are used to 
create a clean look around windscreen applications. Are 
designed to reduce any kind of distractions from the 
frame structure. It’s great for pool fencing, balcony, and 
deck applications.  

The one-piece Surface Mount Spigot Clamp provides 
a break from the wind using an almost invisible look. 
The glass only requires one hole per clamp, making it 
convenient to install. Best if paired with Low- Iron 
glass.
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Installation Instructions 
1. Confirm the installation position of the 
clamp and mark 4 screw holes on the 
ground.

2.Using an 88 mm drill bit, drill down approximately 
75 mm to the pilot hole. Use a vacuum to remove 
any remaining dust. 

3.Insert the bolt and expansion tube into the 
hole and tighten the nut.

4.Tighten Screw B to fix the split part. Screw 
A will not be installed in this step. 

5.Place the gasket into the slot. 

6.Place the gasket into the glass hole
7. Place the glass into the slot.  

8. Align the glass hole with Hole A. 

9. Tighten Screw A to fix the glass 
and spigot. 
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10. Finally, use the base cover plate to cover 
the bottom plate holes. 
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