
Espresso machines Casa V Classika II Classika PID Barista Mechanika V Slim Technika IV Mechanika IV Profi Technika IV Profi Elektronika II Profi Synchronika Controvento

ECM patented brew group  • •  • • • • • • •

Vibration pump • • • • • •

Rotary pump • • • • •

Fresh water tank ca. 2.8 l ca. 2.8 l ca. 2.8 l ca. 3 l ca. 2.8 l ca. 3 l ca. 3 l ca. 3 l ca. 3 l ca. 2.8 l ca. 3 l

Switchable – water tank/ fi xed water connection • • • • •

Automatic water shortage shut-off • • • • • • • • • •

Boiler brass stainless steel stainless steel copper stainless steel copper stainless steel stainless steel stainless steel stainless steel stainless steel

Boiler volume ca. 0.4 l ca. 0.75 l ca. 0.75 l ca. 2.1 l ca. 2.2 l ca. 2.1 l ca. 2.1 l ca. 2.1 l ca. 2.1 l *ca. 0.75 l
**ca. 2 l

*ca. 0.75 l
**ca. 2 l

Boiler insulation • • • • • • • • • • •

Boiler pressure gauge • • • • • • • •

Pump pressure gauge • • • • • • • • • • •

Manually adjustable brewing pressure • • • • • • • • •

ECM portafi lters • • • • • • • • • •

No. of portafi lters 1 1 1 2 2 2 2 2 2 2 2

Weight 14 kg 18.5 kg 18.5 kg 23 kg 20.2 kg 23.5 kg 27 kg 28 kg 29 kg 30 kg 40 kg

Product overview

Heat exchangerSingle boiler

Espresso grinders C-Manuale 54 S-Manuale 64 S-Automatik 64 S-Automatik 64 anthracite V-Titan 64

Grinding mechanism aluminium aluminium aluminium aluminium aluminium 

Diameter burrs 54 mm 64 mm 64 mm 64 mm 64 mm

Material burrs stainless steel stainless steel stainless steel stainless steel titanium-coated

Motor performance 235 W 450 W 450 W 450 W 450 W

Bean hopper 250 g
500 g

(optional 1000 g)
500 g

(optional 1000 g)
500 g

(optional 1000 g)
1000 g

(optional 500 g)

Stainless steel grinding 
adjustment • •

Dosage manually manually programmable programmable programmable

Grind setting stepwise stepless stepless stepless stepless

Weight 5.1 kg 6.9 kg 6.9 kg 7 kg 9.8 kg
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Dual boiler

*coffee boiler **steam/hot water boiler


