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5. Time Until Off 
This is the time for the light to turn OFF completely when there is no motion 
detected. You can choose from Off, 5 minutes, 10 minutes, or 30 minutes. 

Icon

 Timer Off 5 minutes 10 minutes 30 minutes

The light will be turned OFF when there is no motion detected within the preset 
time. Any movement detected within this period will restart the timer and the 
light will be turned on again. 

The timer of light will start counting the Time Until Dim function and then the 
Time Until Off. (E.g. for both timer settings are 5 min: the light will be dimmed 
down when no motion has been detected for 5 minutes and the light will be 
turned OFF when no motion is detected within 5 minutes after. Any movement 
detected within this period will restart the timer, and the light will turn on again.) 

You can select ‘OFF’ if you want to have the light turned ON at all times. By 
selecting this mode, the Ambient Light Sensor function will be disabled.

NOTE: Total duration the light is on for includes Time Until Dim plus Time Until Off. 

6. Ambient Light Sensor
Ambient Light Sensor refers to the surrounding area light level to keep light 
OFF during the daytime regardless of any movement. You can choose from Off, 
Overcast, Dusk or Night. 

Setting

Ambient Light 
Sensor Off Overcast Dusk Night

For example, if you set to Overcast, when the surrounding area is bright enough, 
such as sunny day, the light will stay OFF even if motion has been detected. When 
the surrounding area is less bright than overcast and there is motion detected 
by the sensor, the light will turn ON. In ‘Night’ setting, the light will turn ON only 
when the surrounding area is dark and there is motion detected by the sensor.
The ‘OFF’ mode is for usage where you want to disable the light sensor function, 
i.e. the light is controlled by motion sensor only. 

10min 30min

4. Time Until Dim
This is the time to dim the light when no movement is detected. You can choose 
from Off, 5 minutes, 10 minutes, or 30 minutes.

Icon

Timer Off 5 minutes 10 minutes 30 minutes

The light will be dimmed to 50% of the preset brightness level setting if there is 
no movement detected by the sensor. Any movement detected within this period 
will restart the timer.

10min 30min



11

Icon Setting Maximum Sensing  
Distance (D)

Very near 3.2 ft - 6.5 ft  / 1 m - 2 m   

Near 6.5 ft - 11.4 ft  / 2 m - 3.5 m 

Mid-range 11.4 ft - 16.4 ft / 3.5 m - 5 m 

Far  16.4 ft - 22.9 ft / 5 m - 7 m

10min 30min

10min 30min

5min

5min
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PROBLEM POSSIBLE CAUSE SOLUTION

Light does not 
illuminate. 

Light does not turn 
on.

The light is not plugged in or the 
main switch is OFF.  Plug in and turn on the main switch.

Light settings 
cannot be changed 
from the remote.

Batteries not inserted correctly.  

Open the battery compartment cover 
and confirm the batteries are inserted 
correctly. Replace with new batteries 
if needed.  

Batteries are dead. Replace with two new AAA batteries.

Remote control is out of range.  
Move closer to the LED Linkable Shop 
Light to select changes from the 
remote.  

The light is ON
without any
identifiable 
movement.

Motion detected. (The motion sensor 
may be detecting movement behind 
walls, doors, etc.)

Select a smaller motion detection 
range such as Very Near. 

30min



14

PROBLEM POSSIBLE CAUSE SOLUTION

The light stays off 
despite motion. 

Rapid movements are being 
suppressed to minimize 
malfunctioning of light or the 
detection zone you have set is too 
narrow. 

Widen distance setting to a larger 
motion detection zone. 

‘Ambient Light Sensor’ is ON, 
preventing the light from illuminating 
when ambient lighting is bright. 

Change the ‘Ambient Light Sensor’ 
setting to OFF, or other appropriate 
settings.

The light is always 
ON.

Continuous movement in the 
detection zone.

Select a smaller motion detection 
range such as Very Near. 

Motion sensor has been switched 
OFF.

Change ‘Time Until Off’ setting to other 
appropriate settings, such as 30 sec, 
10 min, or 30 min

The total time the light stays on is 
‘Time Until Dim’ plus ‘Time Until Off’.

Adjust ‘Time Until Dim’ and ‘Time Until 
Off’ settings to shorter durations. 

The light does not 
operate normally 
or as expected 
when more than 
one LED Linkable 
Shop Light is 
installed.

Sensor interference due to multiple 
LED Linkable Shop Lights.

Ensure each LED Linkable Shop Light 
is at least 3.2 ft  / 1 m away from each 
other.

My Wi-Fi suddenly 
becomes unstable 
once the shop light 
is turned on.

The Koda LED 46" Linkable Shop 
Light with Motion Sensor and 
Remote uses 5.8GHz technology 
for the motion sensor. This signal 
may interfere with some Wi-Fi 
channels depending on your router's 
configuration.

There are three options that can resolve 
the issue:
- Disable the motion sensor (see page 
13 for details)
- Restart your Wi-Fi router
- Manually change your Wi-Fi router’s 
channel  

It is recommended you try restarting 
your Wi-Fi router before manually 
changing the channel. By restarting, it 
will force the router to search for a new 
channel that doesn’t have interference 
from the shop light.  

If the problem persists, try logging in 
to your Wi-Fi router’s configuration 
settings to manually change the Wi-
Fi channel being used. Choose any 
channel other than a value between 149 
to 165. All other channels should allow 
your Wi-Fi router to work without any 
interference from the shop light.

If the problem persists, please contact 
Koda Customer Support at info@
kodabuilt.com or call us at 1-866-294-
9244, Monday through Friday, 8 am to 
5 pm PT.



15



16

Have a comment or question? Email us at info@kodabuilt.com
or visit us online at www.KodaBuilt.com  

A Horizon Brands Company
2975 Red Hill Ave., Ste. 100, Costa Mesa, CA 92626, USA | Tel: 1-866-294-9244
© 2022 Koda. All rights reserved.


