INSTALLATION INSTRUCTIONS

For Seaview Adjustable Base: **RM3-AB, RM4-AB**

Refer to website for most up to date instructions and videos.

WWW.SEAVIEWGLOBAL.COM
**PARTS INCLUDED**

- **x2** (38INTLW) Lock Washer
- **x2** (38SBTHICK) Lock Washer
- **x2** (38SSW) S.S. Washer
- **x4** (38SB) S.S. Washer
- **x2** (3816NUT) S.S. Washer
- **x2** (38SBTHICK) S.S. Washer
- **x1** (3862BHSH) S.S. Washer
- **x1** (RMBASE)
- **x2** (CG30PG)

**TOOLS NEEDED**

Sudbury Elastomeric Marine Sealant is recommended. To purchase call 800-655-7922 or visit www.seaviewglobal.com
1. Remove the screw, nuts and washer holding the RMBASE and RM3ABP together.

2. Remove the RM3ABP.

3. Place the RMBASE onto the mounting surface.

4. Mark the four base hole and Cable Gland hole for drilling.
5 Remove the assembly from the mounting surface.

6 Drill the four bolt holes for the RMBASE.

7 Using a hole saw drill a hole for the cables.
8 Remove the four screws holding the Cable Gland together.

9 Remove the tapered plug from the RMBASE.

10 Refer to Seaview Cable Gland Instructions for drilling into the tapered plug.

11 Using a sharp razor blade or knife, cut the tapered plug from the cable hole outward.
12 Route the cable through the RMBASE and through the tapered plug.

13 Secure the top of the Cable Gland onto the base using the four screws removed in step #8.

14 Apply marine adhesive sealant to the RM3ABP as shown.
Slide the pole onto the RM3ABP.

Install the four 38SB nylon washers into the RMBASE.

Insert the bolts, stainless steel washers and lock washer. Secure with thick nylon washer and nut.
17 Apply marine adhesive sealant to the bottom of the RMBASE as shown.

18 Route the cables and use your own hardware to secure the pole base assembly to the mounting surface.

19 Once the base assembly is in the desired position tighten the two bolts to secure into place.
OPTIONAL ACCESSORIES
Call 800-655-7922 or visit www.seaviewglobal.com for available accessories.

LIGHT BARS

LTB-R
Fits closed dome radars.

LTB-S
Fits 20” or smaller satdomes.

LIGHT BAR TOPS

LTBP-1197
Perko 1197 Light.

LTBA-7800
Attwood LED Light.

LTBU1A1197
Light Bar Top with Perko 1197 Light, can fit GPS.

LTBU1A800
Light Bar Top with Attwood LED Light, can fit GPS.

SPREADER KIT

SP1-MOD
Allows user to mount GPS units or antennas onto a Seaview Modular Mount.
OPTIONAL ACCESSORIES
Call 800-655-7922 or visit www.seaviewglobal.com for available accessories.

LIFTING DAVIT
Removable outboard lifting davit for Seaview Pole Kits. Kit includes block & tackle hoist (lifts up to 150lbs).

FLOODLIGHT KIT
A Floodlight kit for Seaview pole kits. This kit includes a LED floodlight and mounting hardware.