
React Trailing Arm Crossmember
Thanks for your purchase of React components. Please ensure everything is in the box according to the list below. If 
not, contact us within 2 business days of receiving so we can help. If after 2 business days, it is difficult for us to ensure 
getting you the missing parts. 

All React parts offer a lifetime warranty against manufacturer defect and craftsmanship. This warranty is voided if 
product is abused or has been improperly installed. 

All React parts are for off-road use only. 

Parts Included
(1) Trailing arm crossmember
(2) Trailing arm mount brackets
(2) Sets of frame mount brackets
(20) 7/16 bolts
(40) 7/16 washers
(20) 7/16 nylocs 
(8) 1/2” bolts 
(16) 1/2” washers 
(8) 1/2” washers

Start by laying out all parts and accounting for all items listed above. Once you confirmed it is all there, we can proceed. 
Make sure to use all proper safety procedures and equipment when working on any vehicle. Failure to do so can result in 
injury or death.

1. Properly remove the old trailing arm crossmember in preparation for the new React trailing arm crossmember to 
go into place. This will be done by removing the rivets in the top and bottom of the c-channel of the frame. A good 
technique is to use a flap disc to grind heads down flush with the frame, then you a punch and hammer to pound 
them out the rest of the way.

2. Once stock crossmember is removed, you will want to install the 4 frame brackets using the 7/16 hardware, which 
do have lefts and rights. The holes in the frame brackets that line up with the factory rivet holes (which may need ot 
be enlarged), will be towards the front. Use the picture below for reference. You won’t want tighten these bolts yet, 
as it will make the next process easier. 

3. Once frame brackets are loosely installed, place the main crossmember between the brackets, and in the forward 
holes. The second set of holes will be a 1” set back from the factory. We don’t find this is used often, unless in air 
bag situations that utilize a step notch. C-notch air bag systems will still use the forward holes. 

4. Use the supplied 1/2” hardware to attach the main crossmember. We found it can be easier to put the bolts in so 
the head of the bolt is facing the frame. This will leave more room inside that c-channel frame, and the nylocs being 
on the inside, pointing towards the inside of the truck.

5. Once all hardware is in place for the frame brackets and main crossmember, then you can proceed to tighten all 
hardware.

6. Next will be to install the trailing arm mount brackets. These will be installed using the 7/16” hardware as well. 

If you have any technical questions or issues with your React product, please contact us using the information below. 
Again, thank you for your purchase!
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