
React C-Notch 63-72 C10
Thanks for your purchase of React components. Please ensure everything is in the box according to the list below. If 
not, contact us within 2 business days of receiving so we can help. If after 2 business days, it is difficult for us to ensure 
getting you the missing parts. 

All React parts offer a lifetime warranty against manufacturer defect and craftsmanship. This warranty is voided if 
product is abused or has been improperly installed. 

All React parts are for off-road use only. 

Parts Included
(1) Pair of c-notches
(2) Pair of polyurethane bumpstops
(10) 7/16 bolts
(20) 7/16 washers
(10) 7/16 nylocs 
(8) 3/8” bolts 
(16) 3/8” washers 
(8) 3/8” washers 
(1) 3/8” bolt set for optional air bag mounting

Start by laying out all parts and accounting for all items listed above. Once you confirmed it is all there, we can proceed. 
Make sure to use all proper safety procedures and equipment when working on any vehicle. Failure to do so can result in 
injury or death. 
 
This notch is designed to be used with coil springs or air bags. When using with air bags, you can bolt the bag directly to 
the notch / frame, to allow for the lowest height when aired out.

1. Start by removing the original bumpstop bracket, which is held on by 3 rivets per side. These can be difficult to get 
to with a die grinder or flap disc. There are multiple ways to remove these rivets, and we find for these in particular, 
you can put an “X” in the head with a die grinder. We recommend using a new blade, so that it reaches in there 
without hitting the bumpstp bracket itself before contacting the head of the rivet. Once an “X” is cut into the head, 
you can use an air hammer or hammer / punch to hit them out.

2. SEE REFERENCE PICTURE BELOW FOR CLARIFICATION.  
With the frame properly supported in front of and behind the notch, use the template provided to cut the notch 
in the frame. The template will line up with the same three holes used for the bumpstop bracket you just removed. 
Make sure to cut using the inside of the template as a guide. Once cut, you can mock up the notch and ensure you 
cut enough. You may have to trim a little more for a nice fit. 

3. You will need to remove the rivets from the panhard bar crossmember, since it will use 2 of these holes as a securing 
point when bolting the notch in. Use the same method described above to remove these rivets. 

4. The support plate that wraps under the frame where the coil spring retainer is, will all remain in place. The notch will 
go over this as well. 

5. Use c-clamps to hold the notch in place, make sure the notch is right up against the bottom of the frame rail. Also 
ensure the holes just in front (1) and behind (2) the notch opening are lined up with the factory holes in the frame 
where rivets used to be. You may need to drill these holes a little, to make sure the 3/8” bolt passes through, and 
can use the notch as a guide. One of the holes in front of the notch opening will have to be drilled as a new hole.
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6. THIS STEP IS ONLY FOR USE WITH AN AIR BAG.  

If using an air bag with this notch, then this step is required. With the notch mocked up in place and holes lining up, 
you want to mark the frame where the opening is for the air fitting to come through the notch. Scribe the frame, and 
make a notch in the frame to match the opening on the notch. This will allow proper clearance for the bag fitting. 
You will also have to drill (2) new 3/8” holes for the mounting bolts for the bag.

7. With the notch mocked up with c-clamps still, bolt all the lower bolts in place and secure it to the frame. 
8. Now, using the notch as a guide, you can mark and drill the holes into the side of the frame. Once all drilled, bolt 

into place. The notch is now fully installed.
9. If using a coil spring, you can now install your spring retainer and install the coil spring as you would normally. 
10. Install the bump stop provided and can leave as-is if using with a coil spring. If using an air bag, then you can trim 

this bump stop accordingly to get the desired aired out height you want. Keep in mind, that the rear end typically 
hits the bed floor before bottoming out in the notch. We recommend measuring and trimming the bump stop height 
so that the rear end hits it, just before the center section hits the bottom of the bed floor. 

If you have any technical questions or issues with your React product, please contact us using the information below. 
Again, thank you for your purchase!
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