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InRouter302
Industrial LTE CAT 4 Router

i Wirel

Single SIM usage

The InRouter 302 features a compact design for easy 

installation, dual-sim technology to keep you connected, a 

comprehensive security network to protect all data from 

attacks, and remote management capabilities.

Feature Description

2 LAN

Dual drawer-type SIM card slots. 2FF sim
Button Pinhole reset button            

DC adapter DC9-36V

Ethernet Port
2* 10/100Mbps fast Ethernet port, LAN/WAN port 1.5KV 
network isolation transformer protection

BASE
CPU Platform 580MHz

Routing and WiFi processor info IEEE 802.1 1b/g/n, 150Mbps
DDR/SPI 128MBytes/32MBytes

WiFi

Antenna Connector 4G: SMA x 1 ; WiFi RP-SMA x 1

Transmit Power 802.11b: 16dBm +/-2dBm (11Mbps)

802.11g: 16dBm +/-2dBm (54Mbps)

802.11n@2.4GHz: 16dBm +/-2dBm (HT20 MCS7)

802.11n@2.4GHz: 16dBm +/-2dBm (HT40 MCS7)

Software

Language English

APN Setting Supported

Device Settings Supported

WIFI Settings Supported

Routing Settings Supported

Firewall Settings Supported

Technical

standard

LED Power, Status, Cellular, Wi-Fi, cellular Signal
WiFi standard 802.11b/g/n(2*2 11n features)

WiFi security WPA/WPA2

OS Windows XP, Windows 7, Windows 10

Browser
IE (8.0 and later), Firefox (3.0 and later), Safari (4.0

and later), Opera (10.0 and later), Chrome (10.0

Environment
Operating temperature -20 ~ 70℃
Storage temperature -40 ~ 85℃
Humidity 5% to 95%
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