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ASSEMBLY INSTRUCTION 

A S S E M B L Y S T E P S : 

1. R E M O V E W A L L B R A C K E T F R O M THE L A M P F I X T U R E A N D A T T A C H 

T H E M O U N T I N G CROSS B A R [D] ONTO THE C E I L I N G B R A C K E T 

A N D F A S T E N I N G W I T H T H E M O U N T I N G SCREWS [E] (2PCS). 

2. CONNECT T H E B L A C K CORD OF L A M P W I T H T H E A N O D E WIRE. O N 

W A L L B R A C K E T BY CONNECTOR[A] ,CONNECT W H I T E CORD OF L A M P 

W I T H CATHODE WIRE O N W A L L B R A C K E T B Y CONNECTOR [ A ] , 

COBNNECT T H E GROUND W I R E TO THE W A L L GROUND WIRE B Y 

CONNECTOR (B). 

3. T I G H T E N THE CANOPY ( L A M P B O D Y ) [ K ] ON T H E M O U N T I N G CROSS 

B A R [D] T I G H T E N E D IT BY N U T [F]. 

4. PUT [ H ] , [ L ] , [ I ] I N T U R N TO T H E SCREW T U B E [G] , T H E N T I G H T E N BY 

F I N I A L [J]. 

CAUTION :PULL A N Y EXCESS W I R E T H R O U G H B O T T O M OFTHE L A M P , . 

TO CI ,EAN,USE A SOFT C L O T H ONLY. 
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N O T E I T U R N T H E POWER OFF(UNPLUG F R O M T H E W A L L OUTLET) BEFORE REPLACING T H E 

B U L B . M A K I N G SURE THE B U L B L A D SUFFICIENT T I M E TO COOL D O W N . D O NOT SUBJECT TO 

THE L A M P TO A N Y SHOCK W H I T E L I T AS SHATTERING OF L A M P M A Y RESULT. 
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