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ASSEMBLY STEPS:

l. REMOVE ALL BRACKET FROM THE LAMP FTXTURE AND ATTACH THE MOUNTTNG CROSS BAR [A] ONTO
THE WALL BRACKET ON THE WALL AND FASTENING WITH THE MOUNTIÍ\IG SCREWSIB] (2PCS)

) CONNECT THE BLACK CORD OF LAMP WITH THE ANODE WIRE ON WALL BRACKET By CONNECTORIC],
CONNECT WHITE CORD OF LAMP WITH CATHODE rWrRE ON WALL BRACKET By CONNECTOR tcl.
CONNECT THE GROUND WIRE TO THE WALL GROUND WIRE BY CONNECTORTD],

3 PUT THE METAL SHADEIE] ONTO THE MOUNTTNG CROSS BAR [A] AND TTGHTEN By SCREWS [F]

CAUTION: PULL ANY EXCESS WIRE THROUGH BoTToM oF THE LAMP
TO CLEAN, USEA SOFTCLOTH ONLY

NOTE: TURN THE POWER OFF (UNPLUG FROM THE WALL OUTLET) BEFORE REPLACINC THE
BULB. MAKE SURE THE BULB HAS SUFFICIENÎTIME TO COOL DOWN. DO NOT SUBJECT
THE LAMP TO ANY SHOCK WHILE LIT AS SHATTERING OF LAMP MAY RESUL'I:
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