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Features & Benefits:

• Tier 4 Final Kubota® diesel engine
• Self-propelled Eaton Model 10 transmission
• Available with enhanced clutch assembly that allows the 

blade to be disengaged while the engine is running (single 
speed only)

• Strongest frame on the market
• Hydraulic wheel motor drive
• Blade shaft gearbox-oil bath for low maintenance
• High pressure common rail electronic fuel injection.
• Modern computer interface engine controls

20”-48” Blade Capacity

Increased Production, Lower Maintenance 
Costs and Better Fuel Efficiency

Diesel
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 COMPLIANT

TIER 4

Tier 4 Final

CC7574DK Control Panel
Detailed control instructions and computer readout 

for blade speed and engine setting.

CC7574DK SPECIFICATIONS
Max. Depth of Cut with 20” Blade 7-1/4” (5” flange)
Max. Depth of Cut with 26” Blade 10-1/4” (5” flange)
Max. Depth of Cut with 30” Blade 12-1/4” (5” flange)
Max. Depth of Cut with 36” Blade 14-3/4” (6” flange)
Max. Depth of Cut with 42” Blade 17-1/4” (7” flange)
Max. Depth of Cut with 48” Blade 19-3/4” (8” flange)
Engine Brand Kubota® Turbo Diesel
Engine Specification 4-Cylinder, 3.3 Liter
Max. Engine Power 74.5HP at 2600 RPM
Power at the Blade Shaft 70 Horsepower
Emission Regulation EPA Tier 4 Final Compliant
Blade Shaft Diameter 2”
Arbor Size 1” with single drive pin
Blade Shaft Bearings Multiple ball bearings in oil bath
Blade Shaft Drive 20 V-belts, 4 power bands
Blade Mounting Right or Left
Blade Raise/Lower Electro-hydraulic pump
Transmission Hydro pump powering dual wheel motors
Drive Speed 0-250 feet per minute
Air Filter 4-stage with restriction indicator
Fuel Capacity 9 gallons

CC7574DK IN-LINE SAW

Costs and Better Fuel Efficiency

Detailed

Powered By:

Blade not included

MADE IN THE
U.S.A.
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CC7574DK OPTIONS & BLADE GUARDS
Description Part # Cat # List Price

Water Pump (electric) 6017547 75069  $398 
Weight Kit (55 lbs.)* 6017428 61641  343 

20” Tapered Mount Blade Guard 6010952 08213  673 
26” Tapered Mount Blade Guard 6010954 19322  868 
30” Tapered Mount Blade Guard 6010956 20456  1,071 
36” Tapered Mount Blade Guard 6010958 13375  1,203 
42” Tapered Mount Blade Guard 6010960 08216  1,359 
48” Tapered Mount Blade Guard 6010962 24618  1,518 

 * Standard on CC7574DK-48
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CC7574DK IN-LINE KUBOTA DIESEL WALK BEHIND SAWS

Model # Engine Make Speeds Engine 
Power

Power 
Source Part # Cat #

Product 
Weight 
(lbs.)

Blade 
Capacity

List 
Price

CC7574DK-20 Kubota® Turbo Single 74 HP Diesel 5801240 75039 2,210 20”  $45,175 
CC7574DK-26 Kubota® Turbo Single 74 HP Diesel 5801241 75041 2,228 26”  45,257 
CC7574DK-30 Kubota® Turbo Single 74 HP Diesel 5801242 72404 2,229 30”  45,363 
CC7574DK-36 Kubota® Turbo Single 74 HP Diesel 5801243 75042 2,245 36”  45,866 
CC7574DK-42 Kubota® Turbo Single 74 HP Diesel 5801244 75044 2,265 42”  46,107 
CC7574DK-48 Kubota® Turbo Single 74 HP Diesel 5801245 75045 2,274 48”  46,994 

CC7574DKC-20 Kubota® Turbo w/Clutch Single w/clutch 74 HP Diesel 5801246 74108 2,240 20”  48,730 
CC7574DKC-26 Kubota® Turbo w/Clutch Single w/clutch 74 HP Diesel 5801247 75053 2,258 26”  48,810 
CC7574DKC-30 Kubota® Turbo w/Clutch Single w/clutch 74 HP Diesel 5801248 75056 2,259 30”  48,914 
CC7574DKC-36 Kubota® Turbo w/Clutch Single w/clutch 74 HP Diesel 5801249 75057 2,275 36”  49,418 
CC7574DKC-42 Kubota® Turbo w/Clutch Single w/clutch 74 HP Diesel 5801250 75060 2,295 42”  49,619 
CC7574DKC-48 Kubota®Turbo w/Clutch Single w/clutch 74 HP Diesel 5801251 75062 2,304 48”  50,505 
CC7574DK-3-30 Kubota® Turbo 3-Speed (20”/26”/30”) 74 HP Diesel 5801252 75046 2,384 30”  50,545 
CC7574DK-3-36 Kubota® Turbo 3-Speed (20”/30”/36”) 74 HP Diesel 5801253 75047 2,400 36”  50,841 
CC7574DK-3-42 Kubota® Turbo 3-Speed (26”/36”/42”) 74 HP Diesel 5801254 75049 2,420 42”  50,849 
CC7574DK-3-48 Kubota® Turbo 3-Speed (30”/42”/48”) 74 HP Diesel 5801255 75051 2,429 48”  51,736 

CC7574DK
SINGLE SPEED RPM

Blade Size Blade RPM Max Cut Depth
20” 2,300 7-1/4”
26” 1,875 10-1/4”
30” 1,675 12-1/4”
36” 1,375 14-3/4”
42” 1,125 17-1/4”
48” 1,000 19-3/4”


