
If the temperature is 15°C or lower, use a dryer to heat this product and the attaching part of vehicle to about 30°C

to 50°C. Do not use a dryer for industrial use.

3.

5. If air-blowing this product after installation, keep the air outlet at least 300mm away. Letting it too near may cause

the product to come loose.

4. The adhesive strength of the double-sided tape increases gradually after attaching it.

Do not wash the vehicle for 24 hours after attachment.

If for any reason the vehicle requires washing or waxing on the day of attachment, let it sit for at least an hour, and

then cover the double-side tape parts with tapes, etc. to prevent them from getting wet.

Do not apply unnecessary force on the Cargo Step Panel.

(Do not use high-pressure washer or automatic washer for the car on the day of attachment.)

The double-sided tape requires pressure for attachment.

Re-attaching it weakens the adhesive strength significantly. Attach it only after determining the position to avoid re-

attachment.

－1－ Manufacturer: Fuji Heavy Industries Ltd.

△00

1.

Cargo Step Panel (Resin) Installation Manual

This manual describes how to install and handle the Cargo Step Panel (Resin).  Read this manual carefully before work and make

sure to install it correctly.

Precautions

Before installation, turn off the ignition switch and apply the parking brake securely.

2.



Cargo Step Panel (Resin)

E7710VA010

Levorg (17MY or later)

Components
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Part Name

Cargo Step Panel (Resin)

Applicable model:

Genuine part number:

Installation Completion Illustration

No. Quantity

(1) 1

- Scale　 - Clean cloth　　- Dryer

- Washing agent [IPA (Isopropyl alcohol) or nonane]

Tools

(1)

Cargo Step Panel (Resin)



(2) Apply markings.

For positioning on the front and rear, align 2 A-A cross

sections 14mm away from the bumper's vertical wall.

After the position is determined, mark the attachment

position with a masking tape.

Press-fit as you remove the liner in the order specified in

the figure.

Press-fit the entire panel firmly.

(5) Remove the masking tape at the end.

-3－

(1) Perform cleaning.

Open the rear gate, clean the upper surface of the

vehicle's bumper (attachment part of the Cargo Step

Panel) with washing agent [IPA (Isopropyl alcohol) or

nonane], and then let it dry.

(Fig.1)

(Fig.2)

For positioning on the left and right, align 2 markings

"△" on left and right of the Cargo Step Panel with the "

▽" markings on the upper part on the vehicle.

(Fig.3)

(3) Remove the liner from the double-sided tape on the back

of the Cargo Step Panel partially, fold it to the front, and

then fix it with a masking tape.

(8 places)

This completes the installation.

Installation Procedure

(Fig.4)

(4) Attach the Cargo Step Panel.

Determine the position of the Cargo Step Panel according

to the markings.

Fig.1

Clean with a waste cloth.

A-A Cross Section

Masking tape at 4 places 

"△" markings (engraved)
Align positions of 2 
△markings

Cargo Step Panel Bumper

Scale, etc.

14 mm
* Align the Cargo Step Panel at 
14mm from the bumper.

* Pull out the liner in the center first.

Fig.2

Fig.3

Fig.4




