
Universal Bracket install guide

here’s what you’ll need to get started:

If at any point along the way you have questions about your install, a different gfc
product, or just life in general, give us a shout at support@gfcengineering.com. you 
should expect a response from us within a few business hours.

drive hard and camp well,
team gfc

congratulations! you are now the proud owner of gfc’s universal brackets. whether
you’re about to have it made in the shade of an awning, or mounting recovery gear,
we’re stoked for you! 
 

 
we here at go fast want to thank you for your support. we couldn’t do what we do 
without people like you!

Loctite (provided)3/16” Hex Key Wrench



1. Locate desired mounting spot on lower extrusion and position the 4 aluminum 
T-Nuts (220-307) in a rectangular pattern as seen in figure #1. (TIP: pre-rotate 
the T-nuts to a vertical position once placed into the extrusion, though not 
necessary we find it helps!)

Place the Awning Bracket (220-287) over the four T-nuts making sure each T-nut 
passes  through the holes on the Awning Bracket.

2.

Once the Awning Bracket and T-nuts are in the desired location, you can now place 
the Dog-Bone (220-337) over the two mounting holes on the Awning Bracket. Apply 
LocTite to the four screws (220-378) and loosely thread the screws into the 
T-nuts. 

3.

With the screws loosely threaded into the T-nuts, you can now make your final 
side-to-side adjustments of the Awning Bracket and tighten down fully. Once the 
screws have been fully tightened, check to make sure all T-nuts have fully 
rotated to a vertical and locked position. 

4.

All fasteners should be installed using blue loctite (provided).
Caution: Do not overtighten bolts, these are small steel bolts threaded into aluminum.
 All bolts should be snug tight plus 1/8 turn (about 5ft-lb) to achieve design preload. 

 

fig. #1


